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[bookmark: dbreak]Part I
Administrative aspects of the Independent Evaluation Group 
1	Name of the Independent Evaluation Group
The evaluation group is known as the Canadian Evaluation Group or CEG. 
2	Introduction/background of the Independent Evaluation Group
The CEG was founded in 1996 under the auspices of the Canadian National Organization (CNO) and is subject to the CNO process in its method of work. At the time it was established, the objective was to respond to the ITU-R request for evaluations of candidate IMT-2000 Radio Transmission Technology (RTT) submissions as per ITU-R Circular Letter 8/LCCE/47. Of the fifteen technologies that were submitted (ten terrestrial, five satellite), only the terrestrial technologies were evaluated using the method explained in Recommendation ITU-R M.1225. Both time (1 July – 30 September 1998) and resources being limited, the CEG decided to give priority to the most important evaluation criteria/attributes (each criterion had several attributes) as signified by the category G1 in Recommendation ITU-R M.1225. A coordinator was appointed for each criterion and tasked with the duty of developing a summary report for that criterion. The final report of the CEG on the candidate IMT-2000 technologies can be found on the CEG website as indicated in Section 6.1 – a total of five technologies were identified as “IMT-2000.” Detailed specifications of these technologies can be found in Recommendation ITU-R M.1457 – which is being revised even to this day. 
Subsequently, the CEG was re-convened in 2007 to evaluate a sixth candidate proposal. The same process was followed as previously with each coordinator evaluating category G1 criteria and as many of the G2, G3 and G4 categories as possible. This proposal was also accepted as an IMT-2000 technology – with the result that M.1457 now contains six Radio Transmission Technologies.
In 2008 the CEG continued its activities under the auspices of the CNO for the evaluation of candidate Radio Interface Technologies (RITs) for IMT-Advanced (cf. ITU-R Circular Letter 5/LCCE/2). For details refer to Document 5D/781 (3 June 2010), available on the CEG website as indicated in Section 6.1.
At the outset, the CEG established an official list of participants and an “unofficial” list of contributors – who were required occasionally to help the participants answer questions or perform complex technical analyses in specific cases. The rules and procedures that governed the CEG work were based on the CNO manual. In a bid to ensure that its work emphasized the independent view sought by the ITU in its original call to establish Independent Evaluation Groups (IEGs), the CEG introduced a rule that its members should not participate in other EGs. Conversely, members of other EGs could not participate in the work of the CEG. 
3	Method of Work
The CEG continues its activities under the auspices of the CNO.
The method of work included:
1)	Formal meetings at the CEG Plenary level. 
2)	Generation of detailed reports (containing analyses, theoretical calculations, etc.) that were then discussed by all participants.   
3)	Conference calls as required. 
4)	E-mail exchanges as required. 
5)	Face-to-face meetings at the coordinators’ level as required. 
4	Administrative Contact Details
Dr. José Costa, webmaster of the CEG web site (see Section 6.1).
jose.costa@ericsson.com 
5	Technical Contact Details
Dr. Venkatesh Sampath, Chairman, Canadian Evaluation Group (CEG).
ven.sampath@ericsson.com 
[bookmark: _Ref251258630]6	Other pertinent administrative information
6.1	CEG web site
The CEG consolidated its former IMT-2000 and IMT-Advanced websites to include also IMT-2020 and future generations of IMT under a single web-site: 
www.IMT-CEG.ca
 
6.2	Candidate proposals submitted to ITU-R and actions taken
The following table (6.2.1) summarizes the candidate submissions and the actions taken by WP 5D.  
Table 6.2.1
Candidate technologies to be evaluated (as determined by the ITU-R). 
	Proponent
	3GPP
	3GPP
	China
	Korea
	ETSI 
(TC DECT)
	Nufront
	TSDSI

	Original submission in
	Documents 5D/1215 and 5D/1216
	Documents 5D/1215 and 5D/1217
	Document 5D/1268
	Document 5D/1233
	Documents 5D/1230 and 5D/1253
	Document 5D/1238
	Document 5D/1231

	WP 5D acknowledgement
	Document IMT-2020/13
	Document IMT-2020/14
	Document IMT-2020/15

	Document IMT-2020/16
	Document 
IMT-2020/17

	Document IMT-2020/18
	Document IMT-2020/19

	Complete submission?
	Yes
	Yes
	Yes
	Yes
	Determination Pending
	Determination Pending
	Determination Pending

	Classification / Technology label
	SRITT: 
NR component RIT and 
E-UTRA/LTE component RIT
	RIT
	RIT
	RIT
	SRIT: 
“DECT-2020 NR” component RIT and 
“3GPP 5G NR” component RIT
	RIT
	RIT

	WP 5D Observations
	Document IMT-2020/23
	Document IMT-2020/23
	Document IMT-2020/24
	Document IMT-2020/25
	Document 
IMT-2020/26
	Document IMT-2020/27
	Document IMT-2020/28

	10 Sep 2019 updates
	
	
	
	
	Document 5D/1299
	Document 5D/1300
	Document 5D/1301




6.3	CEG Members
The CEG’s members are shown in Table 6.3.1, as are the responsibilities each accepted. 
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Document()	25.09.19	04/06/2010
Document()	25.09.19	04/06/2010
[bookmark: _Ref253158847]Table 6.3.1
Matrix of Responsibilities
[Editor’s Note: To be updated]

Technical performance requirements (TPRs) to evaluate for IMT-2020

[image: ]
Note 1: For each test environment (5 in all), up to 3 evaluation configurations could be specified, but only 1 for candidate to pass (and 1 for each IEG to evaluate)
Note 2: Simulations conducted by the CEG academic partners – Institut national de recherche scientifique (INRS) and University of Toronto 


Part II
Technical aspects of the work of the Independent Evaluation Group
A) What candidate technologies or portions of the candidate technologies this IEG is or might anticipate evaluating?
7. Technologies evaluated by the CEG
Table 7.1
CEG intention to evaluate technologies or parts thereof
	IMT-2020 SUBMISSION (document number in parentheses)

	
	3GPP
	CHINA (#15)
	KOREA (#16)
	TSDSI (#19)
	ETSI-DECT (#17)
	Nufront (#18)

	
	RIT (#14)
	SRIT (#13)
	
	
	
	
	

	Canadian Evaluation Group (CEG web site)
	Will evaluate
	Will evaluate 
	Not evaluate (because WP 5D has determined that the 3GPP evaluation applies to this candidate, too)
	Not evaluate (because WP 5D has determined that the 3GPP evaluation applies to this candidate, too)
	Partial evaluation 
	Partial evaluation (only the DECT component RIT)
	Partial evaluation

	Parameters via Inspection
	
	
	
	
	
	
	

	Bandwidth
	
	
	
	
	
	
	

	Energy Efficiency
	
	
	
	
	
	
	

	Spectrum
	
	
	
	
	
	
	

	Services 
	
	
	
	
	
	
	

	Parameters via Analysis
	
	
	
	
	
	
	

	Peak data rate
	
	
	
	
	
	
	

	Peak spectral efficiency 
	
	
	
	
	
	
	

	User experienced data rate
	
	
	
	
	
	
	

	Area traffic capacity
	
	
	
	
	
	
	

	Latency (UP and CP)
	
	
	
	
	
	
	

	Mobility interruption time
	
	
	
	
	
	
	

	Parameters via Simulation
	
	
	
	
	
	
	

	Average spectral efficiency
	
	
	
	
	
	
	

	5% spectral efficiency
	
	
	
	
	
	
	

	Mobility
	
	
	
	
	
	
	

	Reliability
	
	
	
	
	
	
	

	Connection density 
	
	
	
	
	
	
	



Document()	25.09.19	04/06/2010
B) Confirmation of utilization of the ITU-R evaluation guidelines in Report ITU R M.2412
8. 	Evaluation Guidelines
The CEG confirms it has utilized the ITU-R evaluation guidelines in Report ITU-R M.2412.   

C) Documentation of any additional evaluation methodologies that are or might be developed by the Independent Evaluation Group to complement the evaluation guidelines;
9 	Additional evaluations/methodologies
TSDSI – average spectral efficiency and mobility evaluations via simulation (against 30 km/h, since there is no technical performance requirement in Report ITU-R M.2410) TSDSI – link budget calculations for LMLC (include question sent to TSDSI proponent and their response) 

D) Verification as per Report ITU-R M.2411 of the compliance templates and the self-evaluation for each candidate technology as indicated in A)
•	Identify gaps/deficiencies in submitted material and/or self-evaluation;
•	Identify areas requiring clarifications;
•	General questions.

10	Compliance templates 
10.1 	Compliance templates for 3GPP SRIT

10.1.1 	Technical performance 
10.1.2	Services
10.1.3	Spectrum 

10.2 	Compliance templates for 3GPP RIT 

10.2.1	Technical performance
10.2.2	Services
10.2.3	Spectrum  
10.3 	Compliance templates for TSDSI
10.4 	Compliance templates for ETSI/DECT 
DECT-2020 NR” component RIT

10.5 	Compliance templates for Nufront
E) Assessment as per Reports ITU-R M.2410, ITU-R M.2411 and ITU-R M.2412 for each candidate technology as indicated in A)
•	Detailed analysis/assessment and evaluation by the IEGs of the compliance templates submitted by the proponents per the Report ITU-R M.2411 section 5.2.4;
•	Provide any additional comments in the templates along with supporting documentation for such comments;
•	Analysis of the proponent’s self-evaluation by the IEG;

11	Candidate technologies and the portions thereof evaluated
The CEG evaluated the technologies described in Table 6.2.1. A more detailed table with the CEG’s intention to evaluate a candidate technology (or not), with the parameters evaluated, is presented in table 6.3.2. 
11.1 	3GPP SRIT

Parameters evaluated via Inspection

11.1.1	Bandwidth

[bookmark: _MON_1630594776]Source (Embedded file to be deleted later): 
11.1.1.1 Conclusion: CEG concluded that bandwidth and scalability requirements are met by the IMT-2020 3GPP submission. 
11.1.1.2. Verification:
Based on the 3GPP submission, this discussion we considered the following two RITs for inspection:
1. NR bandwidth requirements capabilities.
2. LTE bandwidth requirements capabilities.
11.1.1.2.1 NR bandwidth requirements capabilities
The capability of bandwidth and bandwidth scalability for NR:
First, we have the supported bandwidth channels on FR1 (below 6 GHz) and FR2 (above 24 GHz) respectively along with their supported SCS. Then, according to the RRC specification TS 38.331, according to section 6.4, up to 16 component carriers is supported in Rel-15.  
According to TS 38.104 the following channel bandwidths and maximum aggregation bandwidths are supported in Rel-15:
Table 11.1.1.2.1.1 NR capability on bandwidth
	
	SCS [kHz] 
	Maximum bandwidth for one component carrier (MHz)
	Maximum number of component carriers for carrier aggregation
	Maximum aggregated bandwidth (MHz)

	FR1
(410 MHz – 7125 MHz)
	15
	50
			16
	800

	
	30
	100
	16
	1600

	
	60
	100
	16
	1600

	FR2 
(24250 MHz – 52600 MHz)
	60
	200
	16
	3200

	
	120
	400
	16
	6400



And then the following transmission bandwidths configurations are supported for each case:

Table 11.1.1.2.1.2: Transmission bandwidth configuration NRB for FR1
	SCS (kHz)
	5
MHz
	10
MHz
	15
MHz
	20 MHz
	25 MHz
	30
MHz
	40 MHz
	50 MHz
	60 MHz
	70
MHz
	80 MHz
	90
MHz
	100 MHz

	
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB
	NRB

	15
	25
	52
	79
	106
	133
	160
	216
	270
	N.A
	N.A
	N.A
	N.A
	N.A

	30
	11
	24
	38
	51
	65
	78
	106
	133
	162
	189
	217
	245
	273

	60
	N.A
	11
	18
	24
	31
	38
	51
	65
	79
	93
	107
	121
	135



Table 5.3.2-2: Transmission bandwidth configuration NRB for FR2
	SCS (kHz)
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	
	NRB
	NRB
	NRB
	NRB

	60
	66
	132
	264
	N.A

	120
	32
	66
	132
	264



And then in terms of scalability capability we minimum and maximum channel bandwidth and the maximum scalability per component carrier:
Table 11.1.1.2.1.3 Bandwidth scalability capability for NR 
	
	SCS [kHz] 
	Minimum component carrier bandwidth (MHz)
	Maximum component carrier bandwidth (MHz)
	Maximum Number of supported bandwidths for a component carrier

	FR1
	15
	5
	50
	8

	
	30
	5
	100
	13

	
	60
	10
	100
	12

	FR2
	60
	50
	200
	3

	
	120
	50
	400
	4


The bandwidth scalability capability of NR Rel-15 is summarized in Table 2.1.3. It is observed that up to 13 different bandwidths are supported for FR 1, and up to 4 different bandwidths are supported for FR 2. Therefore, bandwidth scalability capability is fulfilled by NR Rel-15.
11.1.1.2.2 LTE bandwidth requirements capabilities
According to Section 5.6 of TS 36.101, the maximum bandwidth of a component carrier is 20 MHz for LTE. Besides, according to Section 6.4 of TS 36.331, carrier aggregation of up to thirty-two component carriers is supported by LTE Rel-15.
Accordingly, LTE Rel-15 reaches the capability of maximum aggregated system bandwidth of 640 MHz. Therefore, the bandwidth requirement of at least 100 MHz is met by LTE Rel-15.
Table 2.2.1: Transmission bandwidth configuration NRB in LTE
	Channel bandwidth BWChannel [MHz]
	1.4
	3 
	5
	10
	15
	20

	Transmission bandwidth configuration NRB
	6
	15 
	25
	50
	75
	100



11.1.2	Energy efficiency 

[bookmark: _MON_1630595377]Source (Embedded file to be deleted later): 
11.1.2.1 Conclusion: CEG concluded that energy efficiency requirements are met by the IMT-2020 3GPP submission. 
11.1.2.2. Verification:
Based on the 3GPP submission, for this evaluation we considered the following two RITs for inspection:
1. NR.
2. LTE.
For both RITs we will analyze the “no data” scenarios, since the loaded scenario is quantified by spectrum efficiency.
11.1.2.2.1 NR energy efficiency
11.1.2.2.1.1 NR network side

Based on the definition of the sleep time for the network suggested in Report ITU-R M.2410 requirement, the following sleep mode ratio equations were proposed in the submission documents:






where   indicates the ceiling of x, [image: ] is the numerology (as defined in TS38.211, e.g., =0 for 15 kHz SCS, =1 for 30 kHz SCS, =3 for 120 kHz SCS, and =4 for 240 kHz SCS), L is the number of SS/PBCH blocks in one SSB set, PSSB is the SSB set periodicity, PRMSI is the RSMI periodicity, and  is the flag variable (=1 for FR1, and =0 for FR2).

The CEG agrees with the proposed methodology and as a result, the NR network can achieve high sleep ratio in unloaded case. 

Table 2.1.1-1 NR network sleep ratio in slot level
	SSB configuration
	SSB set periodicity PSSB

	SCS [kHz]
	Number of SS/PBCH block per SSB set, L
	5ms
	10ms
	20ms
	40ms
	80ms
	160ms

	15kHz 
	1
	80.00%
	90.00%
	95.00%
	97.50%
	98.75%
	99.38%

	
	2
	80.00%
	90.00%
	95.00%
	97.50%
	98.75%
	99.38%

	30kHz 
	1
	95.00%
	97.50%
	98.75%
	99.38%
	99.69%
	99.84%

	
	4
	80.00%
	90.00%
	95.00%
	97.50%
	98.75%
	99.38%

	120kHz 
	8
	90.00%
	95.00%
	97.50%
	98.75%
	99.38%
	99.69%

	
	16
	80.00%
	90.00%
	95.00%
	97.50%
	98.75%
	99.38%

	240kHz 
	16
	90.00%
	95.00%
	97.50%
	98.75%
	99.38%
	99.69%

	
	32
	80.00%
	90.00%
	95.00%
	97.50%
	98.75%
	99.38%



Table 2.1.1-2 NR network sleep ratio in symbol level
	SSB configuration
	SSB set periodicity PSSB

	SCS [kHz]
	Number of SS/PBCH block per SSB set, L
	5ms
	10ms
	20ms
	40ms
	80ms
	160ms

	15kHz 
	1
	93.57%
	96.43%
	97.86%
	98.93%
	99.46%
	99.73%

	
	2
	87.14%
	92.86%
	95.71%
	97.86%
	98.93%
	99.46%

	30kHz 
	1
	96.79%
	98.21%
	98.93%
	99.46%
	99.73%
	99.87%

	
	4
	87.14%
	92.86%
	95.71%
	97.86%
	98.93%
	99.46%

	120kHz 
	8
	94.29%
	97.14%
	98.57%
	99.29%
	99.64%
	99.82%

	
	16
	88.57%
	94.29%
	97.14%
	98.57%
	99.29%
	99.64%

	240kHz 
	16
	94.29%
	97.14%
	98.57%
	99.29%
	99.64%
	99.82%

	
	32
	88.57%
	94.29%
	97.14%
	98.57%
	99.29%
	99.64%




In terms of milliseconds, the following sleep time can be achieved by NR network on different SSB periodicities:

Based on the above mechanisms, evaluation results of sleep duration are provided in Table 3. It is observed that with SSB set period of 160ms, more than 150ms sleep duration can be obtained by NR network. Therefore, NR network can achieve long sleep duration in unloaded case. 

Therefore, NR meets network side energy efficiency requirement.
Table 2.1.1-3 NR network sleep duration (ms) in slot level
	SSB configuration
	SSB set periodicity PSSB

	SCS [kHz]
	Number of SS/PBCH block per SSB set, L
	5ms
	10ms
	20ms
	40ms
	80ms
	160ms

	15kHz 
	1
	4.00 
	9.00 
	19.00 
	39.00 
	79.00 
	159.00 

	
	2
	4.00 
	9.00 
	19.00 
	39.00 
	79.00 
	159.00 

	30kHz 
	1
	4.50 
	9.50 
	19.50 
	39.50 
	79.50 
	159.50 

	
	4
	4.00 
	9.00 
	19.00 
	39.00 
	79.00 
	159.00 

	120kHz 
	8
	4.50 
	9.72 
	18.92 
	39.03 
	78.97 
	158.99 

	
	16
	4.00 
	9.88 
	18.77 
	39.05 
	78.96 
	158.99 

	240kHz 
	16
	4.50 
	9.86 
	18.90 
	39.04 
	78.97 
	158.99 

	
	32
	4.00 
	9.94 
	18.76 
	39.06 
	78.96 
	158.99 




11.1.2.2.1.2 NR UE side

The sleep ratio and sleep duration for NR UEs under unloaded case are evaluated.
For NR, DRX is supported for UEs in idle, inactive and connected states.

The DRX cycle for idle state / inactive state UE consists of an “On Duration” during which the UE should perform SSB monitoring, paging monitoring and RRM measurement, and an “Off Duration” during which the UE can skip reception of downlink channels to save energy. 

During the On Duration of a DRX cycle, the UE is assumed to perform the following tasks:
- Synchronization on one SSB burst (short paging cycle)
- Paging monitoring- this can consist on multiple slots. The Paging Frame is no longer than a one SSB bursts.
- RRM measurement which is based on SS/PBCH and it is assumed to be 3.5ms.

The transition time for switching ON/OFF UE internal components is assumed to be 10ms

Based on these assumptions, the UE can be in sleep mode more than 90% in for any DRX cycle in idle/inactive state:

Table 2.1.2-1 NR device sleep ratio in slot level (for idle / inactive mode)
	　
	Paging cycle NPC_RF *10 (ms)
	SCS(kHz)
	SSB L
	SSB reception time(ms)
	SSB cycle (ms)
	Number of SSB burst set
	RRM measurement time per DRX (ms)
	Transition time(ms)
	Sleep ratio

	RRC-Idle/Inactive
	320
	240
	32
	1
	-- 
	1
	3.5
	10
	95.5%

	
	2560
	15
	2
	1
	 --
	1
	3
	10
	99.5%

	
	2560
	15
	2
	1
	160
	2
	3
	10
	93.2%



For RRC-Connected Mode, with no data transmissions, we get more than 84% sleep mode, assuming the ON Duration” and the other similar parameters:


Table 2.1.2-2 NR device sleep ratio in slot level (for connected mode) 
	　
	DRX cycle TSC_ms * MSC (ms)
	Number of SSB burst set
	DRX-onDurationTimer(ms)
	RRM measurement time per DRX (ms)
	Transition time(ms)
	Sleep ratio

	RRC-Connected
	320
	1
	2 
	3.5
	10
	95.2%

	
	320
	1
	10
	3
	10
	92.8%

	
	2560
	1
	100
	3
	10
	95.6%

	
	10240
	1
	1600
	3
	10
	84.2%




11.1.2.2.2 LTE energy efficiency
11.1.2.2.2.1 LTE network side

For LTE, the FeMBMS/Unicast-mixed cell and MBMS-dedicated cell are employed in LTE network evaluation.
For FeMBMS/Unicast-mixed cell, 
· Sub-frame 0 and 5 are always used as non-MBSFN sub-frame for synchronization and SI acquisition. 
· Sub-frame 4 and 9 are assumed to be configured as MBSFN sub-frames.
· MBSFN sub-frames are assumed not to contain unicast control region.

For FeMBMS/Unicast-mixed cell, 8 sub-frames are configured to be MBSFN sub-frames, and in the remaining 2 sub-frames, only PDCCH/SSS/PSSS and PBCH are transmitted.

Therefore, the sleep ratio of FeMBMS/Unicast-mixed cell is 1-2/10=80% for sub-frame level.

For MBMS-dedicated cell, one-non-MBSFN sub-frame is transmitted every 40ms, thus the sleep ratio in subframe level is 1-1/40=97.5%. Similarly, in symbol level the sleep ratio can be further improved to 1-(1+6)/14/40 = 98.75%.

In conclusion, in milliseconds, the following results were found:

Table 2.2.1-1 LTE network sleep duration (ms) in subframe level
	Cell type
	Sleep duration (ms)

	FeMBMS/Unicast-mixed cell
	4.00

	MBMS-dedicated cell
	39.00


  
Therefore, LTE RIT meets network side energy efficiency requirement.

11.1.2.2.2.2 LTE UE side

For LTE, DRX is supported for UE in both idle and connected modes.

When DRX is used, the UE wakes up and receives PSS/SSS for synchronization, listens to PDCCH only on specific paging occasion defined in-terms of paging frame and subframe within period of NPC_RF radio frames defined by the DRX cycle (paging cycle) of the cell and performs RRM measurement. The UE can remain in sleep mode for remaining duration within DRX cycle.

With similar assumption with NR case, using the LTE specific DRX cycles, the following results were found for idle mode:
Table 2.2.2-1 LTE device sleep ratio in subframe level (for idle mode) 
	　
	Paging cycle NPC_RF *10 (ms)
	Synchronization reception time per cycle(ms)
	Synchronization cycle(ms)
	Number of
synchronization
	RRM measurement time per DRX (ms)
	Transition time (ms)
	DL/UL subframe ratio
	Sleep ratio

	RRC-Idle
	320
	2
	10*
	1
	6
	10
	1
	93.1%

	
	320
	2
	10*
	2
	6
	10
	1
	90.0%

	
	2560
	2
	10*
	1
	6
	10
	1
	99.1%

	
	2560
	2
	10*
	2
	6
	10
	1
	98.8%



For the RRC-Connected state we have(without data transmission):
Table 2.2-2 LTE device sleep ratio in subframe level (for connected mode) 
	　
	DRX cycle TCYCLE_SF (ms)
	Synchronization reception time(ms)
	Synchronization cycle(ms)
	Number of synchronization
	PDCCH reception time(ms)
	RRM measurement time per DRX (ms)
	DL/UL subframe ratio
	Sleep ratio

	RRC-Connected
	320
	2
	--
	1
	10
	6
	1
	91.9%

	
	320
	2
	10
	2
	10
	6
	0.5
	85.6%

	
	2560
	2
	--
	1
	100
	6
	1
	95.5%

	
	2560
	2
	10
	2
	100
	6
	0.5
	91.2%

	
	10240
	2
	--
	1
	1600
	6
	1
	84.2%



In both idle and connected states, the LTE device can achieve a very high percentage of sleep mode at the sub-frame level.

Parameters evaluated via Analysis

11.1.3 	Peak data rate

11.1.4	Peak spectral efficiency

11.1.5 	User experienced data rate (single band, single layer)

11.1.6 	Area traffic capacity (InH, eMBB)

[bookmark: _MON_1630595246]Source (Embedded file to be deleted later): 
11.1.6.1 Conclusion: CEG concluded that traffic area requirement is met by the IMT-2020 3GPP submission. 
11.1.6.2. Verification:

The requirement is defined for the purpose of evaluation in the Indoor Hotspot (InH) eMBB test environment, where the target value for the area traffic capacity on the downlink is 10 Mbits/s/m2.

The Indoor Hotspot-eMBB test environment consists of one floor of a building. The height of the ceiling is 3 m. The floor has a surface of 120 m × 50 m and 12 BSs/sites which are placed in 20 meters spacing as shown in Fig. 1, with a LOS probability as defined by channel model in Annex 1, Table A1-9 of [3]. In FIG. 1, internal walls are not explicitly shown but are modeled via the stochastic LOS probability model.
The type of site deployed (e.g. one TRxP per site or 3 TRxPs per site) is not defined and should be reported by the proponent.
Fig. 1
Indoor Hotspot sites layout



If we take 12 TRxP in the above scenario, then we can compute  as follows:
 = 12 / (120m X 50m) = 0.002 TRxP/m2
For FDD with DL with 32x4 MU-MIMO Type II Codebook, and SCS = 15KHz the average spectrum efficiency has been derived as:
Channel Model A:  = 13.24 for 40MHz carrier bandwidth.
Channel Model B:  = 13.54 for 40MHz carrier bandwidth.
For this FDD configuration, using a 400MHz aggregation bandwidth we will have:
Channel Model A:
 = 0.002 X 400MHz X 13.24 = 10.59 Mbits/s/Hz
Channel Model B:
 = 0.002 X 400MHz X 13.54 = 10.83 Mbits/s/Hz
Observation 1: For FDD configuration the minimum requirement for area traffic capacity can be met with a minimum aggregated channel bandwidth of 400MHz.

For TDD with DL with 32x4 MU-MIMO Type II Codebook reciprocity based, 4T SRS, SCS = 15KHz and DDDSU frame structure, the average spectrum efficiency has been derived as:
Channel Model A:  = 14.65 for 40MHz carrier bandwidth.
Channel Model B:  = 14.64 for 40MHz carrier bandwidth.
So, for the above TDD configuration with 360MHz aggregated bandwidth we will find:
Channel Model A:
 = 0.002 X 360 MHz X 14.65 = 10.54 Mbits/s/Hz
Channel Model B:
 = 0.002 X 360 MHz X 14.64 = 10.54 Mbits/s/Hz
Observation 2: For TDD configuration the minimum requirement for area traffic capacity can be met with a minimum aggregated channel bandwidth of 360MHz.

11.1.7	Latency (user-plane and control-plane)

11.1.8 	Mobility interruption time

[bookmark: _MON_1630595001]Source (Embedded file to be deleted later): 
The Mobility interruption time requirement for IMT-2020 is 0 ms as specified by Report ITU-R M.2410 document. The CEG concluded the 3GPP submission is compliant with the ITU-R requirement.

Analysis details
The Mobility Interruption time requirement is defined by Report ITU-R M.2410 as follows:
“Mobility interruption time is the shortest time duration supported by the system during which a user terminal cannot exchange user plane packets with any base station during transitions.
The mobility interruption time includes the time required to execute any radio access network procedure, radio resource control signalling protocol, or other message exchanges between the mobile station and the radio access network, as applicable to the candidate RIT/SRIT.
This requirement is defined for the purpose of evaluation in the eMBB and URLLC usage scenarios.
The minimum requirement for mobility interruption time is 0 ms.”
As for the evaluation part, the following analysis method is mentioned in Report ITU-R M.2412 that we reproduce here for convenience:
“The procedure of exchanging user plane packets with base stations during transitions shall be described based on the proposed technology including the functions and the timing involved.”

The following scenarios are considered based on the 3GPP submission (Rel-15):
1. NR mobility scenarios:
	1.1 Beam mobility.
	1.2 CA (Carrier Aggregation) mobility.
2. LTE mobility scenarios:
	2.1 Pcell (primary Cell) mobility.
	2.2 DC (Dual Connectivity) mobility.
1. NR mobility scenarios
1.1 NR Beam mobility
One of the new features for NR is the specification of beam management. While moving into a cell, the transmit-receive beam of a user terminal may need to be changed. 
The UE can be configured to perform beam measurements and reporting based on a set of specific RS resources. The device can report physical layer measurements for the strongest beam and for the rest of the reported beams in the report just the difference with the best beam.
NR supports beam indication. This implies in informing the UE that certain PDSCH and/or PDCCH transmissions uses the same transmission beam as a configured reference signal (RS). That means that a certain PDSCH and/or PDCCH is transmitted using the same spatial filter as the configured RS. So, beam indication is based on the configuration and downlink signaling of so-called Transmission Configuration Indication (TCI) states.
A UE can be configured by RRC with up to 64 TCI states, and by means of MAC signaling, the network can indicate a specific TCI state.
In some situations, the PDSCH beam indication can be performed using 2 different procedures due to the flexible offset scheduling timing. If this is larger than N symbols, DCI scheduling (on PDCCH) can indicate the TCI state. If it is smaller than N, the UE may assume quasi-collocated transmissions with the PDCCH.
 Observation 1: The above described mechanism is sufficiently flexible and allows gNB to schedule DL data on multiple beams on different slots.
A similar procedure is available for UL direction, whereas PUSCH is sent using an SRS resource indicator (SRI) configured by gNB. Thus, and gNB-side beam is selected for UL data reception accordingly.
Observation 2:  gNB may select different beams at different slots depending on the UE mobility. Therefore, UL data packet transmission is kept during beam pair switching at different slots.

Beam Mobility analysis conclusion: the UE can always exchange user plane packets with gNB during the mobility transitions. Therefore, 0ms mobility interruption time can be achieved by NR for this scenario.

1.1 NR Carrier Aggregation
When moving within the same PCell with CA enabled, the set of configured SCells of the UE may change. The SCell addition procedure and SCell release procedures can occur.


During these procedures, the UE can always exchange user plane packets with the gNB during transitions, because the data transmission between the UE and the PCell is kept. Therefore, 0ms mobility interruption time is achieved by NR for this case.

NR CA mobility analysis conclusion: 0 ms mobility interruption time can be achieved by NR for CA mobility.


11.1.9	Link Budget Analysis

Source (Embedded file to be deleted later): 
Link budget calculation is an important network planning tool that efficiently provides a first order approximation of cell coverage for a given level of service (and vice versa) and enables comparing the performance of different frequency bands during the network planning phase. One of the main development targets of the 3GPP based NR technology was to match or exceed the link budget of IMT-Advanced technologies. As part of the Canadian Evaluation Group (CEG) study, the calculations provided by 3GPP have been verified to determine whether the IMT-2020 targets would be met by the NR technology. 
Inspection of the link budget template tables provided by 3GPP clearly shows that they are well prepared, cover the considered deployment scenarios and are appropriate for link budget evaluation. Further, it has been verified that all setup parameters for the deployment scenarios under consideration are within the ranges suggested by the ITU-R WP5D in the M.2411 and M.2412 documents. 
Focus of the verification efforts was centred on deriving the shadow fading margins, penetration margins and data rate to signal to interference (SINR) mapping as these values have been used in the tables without providing sufficient details. For both considered channel models (Channel Model A and B), the theoretical derivation and numerical calculations, confirm that the shadowing margins, coverage areas and receiver sensitivity points all either match or are sufficiently close in value to what has been provided by 3GPP. Furthermore, in the instances where a small difference was observed the 3GPP was found to have utilized more conservative values. 

Shadow fading margin (SFM) derivation methodology

For each of the deployment scenarios under consideration the cell area coverage for a single omnidirectional site has been considered to substantially reduce the complexity of the problem. 
Starting with the following cell area coverage probability integral


 = 	 	(1)

where the probability of coverage at a distance r from the site with the pathloss  can be expressed as:

 	(2)

after substituting and resolving the integral, the cell coverage probability becomes:


        (3)
where:


Q-function is the tail distribution function of the standard normal distribution.
In all eMBB and URLLC deployment scenarios, the cell coverage probability of 90% and 95% have been considered for data and control channels, respectively.
For the mMTC deployment scenarios, 99% cell area coverage was considered for both data and control channels.
Using the above cell coverage area coverage probability functional points along with the pathloss equations for Channel Model A and B, the SFM was derived as a function of the pathloss exponent and shadow fading margin.
Shadow Fading Standard Deviation considerations:

The eMBB and URLLC deployment scenarios were considered to be the most challenging cases, particularly the NLOS, NLOS-Outdoor-Indoor and NLOS In-Car scenarios, with  = 5, and the outdoor σ having a different value.
Since there is only a single σ value that can be inserted into the calculation equation, scenarios with two independent standard deviations combined them using the following rule:

   σ =      (4)

For NLOS cases of eMBB and URLLC:

a = 
b =  

and for NLOS-O-I cases:

a = 
b = 

For Channel Model A, where an explicit  value is not defined, the  is derived and approximated using a generic uniform distribution of a variable into an interval (a, b), U (a, b), with the following characteristics:

The median u is defined as follows

    u = (a + b)/2      (5)

while the standard deviation σ is derived as follows:


=        (6)

The pathloss exponent it is determined by the applicable pathloss equations found in the M.2412 document along with the rest of the used shadow fading margin σ for each specific scenario.

The summary of the results for SFM values are presented in the following tables for each Channel Model. They all fall well within the values from 3GPP self-evaluation template.

	
	SFM eMBB - Channel Model A

	Scenario
	InH (4GHz)
	DU (4GHz)
	Rural(700MHz)

	Results
origin
	3GPP
	CEG
	3GPP
	CEG
	3GPP
	CEG

	Control Channel
SFM
(95%)
	2.80
	2.84
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	
	
	8.07
	6.95
	8.12
	6.97
	10.45
	8.45
	10.01
	8.24

	Data Channel
SFM (90%)
	O.91
	0.94
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	
	
	4.85
	4.03
	4.89
	4.04
	6.61
	5.13
	6.24
	4.86




	
	SFM  eMBB - Channel Model B

	Scenario
	InH (4GHz)
	DU (4GHz)
	Rural(700MHz)

	Results
origin
	3GPP
	CEG
	3GPP
	CEG
	3GPP
	CEG

	Control Channel
SFM
(95%)
	8.50
	8.49
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	
	
	8.07
	9.04
	8.12
	9.59
	10.45
	10
	10.01
	9.66

	Data Channel
SFM
(90%)
	5.20
	5.20
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	
	
	4.85
	5.60
	4.89
	5.99
	6.61
	6.30
	6.24
	5.92






	
	SFM URLLC - Channel Model B

	Scenario
	UMa (700MHz)

	Results
origin
	3GPP
	CEG

	Control Channel
SFM
(95%)
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	8.11
	8.30
	8.12
	7.59

	Data Channel
SFM
(90%)
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	4.89
	5.10
	4.89
	4.50



	
	SFM URLLC - Channel Model A

	Scenario
	UMa (700MHz)

	Results
origin
	3GPP
	CEG

	Control Channel
SFM
(95%)
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	8.11
	7
	8.12
	7.28

	Data Channel
SFM
(90%)
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	4.89
	4.08
	4.89
	4.15






	
	SFM mMTC - Channel Model A

	Scenario
	UMa NB-IoT (700MHz)
	UMa eMTC (700MHz)

	Results
origin
	3GPP
	CEG
	3GPP
	CEG

	Control Channel
SFM
(99%)
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I

	
	6.30
	10.26
	12.22
	6.24
	10.26
	12.32
	6.30
	10.26
	12.22
	6.24
	10.26
	12.32

	Data Channel
SFM
(99%)
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I

	
	6.30
	10.26
	12.22
	6.24
	10.26
	12.32
	6.30
	10.26
	12.22
	6.24
	10.26
	12.32












	
	SFM mMTC - Channel Model B

	Scenario
	UMa NB-IoT (700MHz)
	UMa eMTC (700MHz)

	Results
origin
	3GPP
	CEG
	3GPP
	CEG

	Control Channel
SFM (99%)
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I

	
	6.3
	10.26
	17
	6.24
	10.26
	16.18
	6.3
	10.26
	17
	6.24
	10.26
	16.18

	Data Channel
SFM (99%)
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I

	
	6.3
	10.26
	17
	6.24
	10.26
	16.18
	6.3
	10.26
	17
	6.24
	10.26
	16.18






Penetration Margin derivation

The penetration margin calculations were performed using the instructions and information from M.2412 for both Channel Model A and B. On the other hand, the car penetration part utilized a conducted study on LTE mobiles mounted on various car models that verified the values agreed on for NLOS eMBB scenarios.
Also, for mMTC scenarios the high loss equations for building penetration loss were used due to the 99% cell area coverage requirement which is considered to be the most conservative case.
The tables below detail and compare the derived penetration loss values for all scenarios with 3GPP derived values. All derived values are within a 1dB range or less.


	
	Penetration Margin eMBB - Channel Model A

	Scenario
	InH (4GHz)
	DU (4GHz)
	Rural(700MHz)

	Results
origin
	3GPP
	CEG
	3GPP
	CEG
	3GPP
	CEG

	Penetration
Margin
	0
	0
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	
	
	9
	26.25
	9
	26.25
	9
	12.5
	9
	12.5




	
	Penetration Margin eMBB - Channel Model B

	Scenario
	InH (4GHz)
	DU (4GHz)
	Rural(700MHz)

	Results
origin
	3GPP
	CEG
	3GPP
	CEG
	3GPP
	CEG

	Penetration
Margin
	0
	0
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	
	
	9
	17.98
	9
	17.98
	9
	11.90
	9
	11.96





	
	Penetration Margin
 URLLC - Channel Model A

	Scenario
	UMa (700MHz)

	Results
origin
	3GPP
	CEG

	Penetration
Margin
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	9
	26.25
	9
	26.25








	
	Penetration Margin
 URLLC - Channel Model B

	Scenario
	UMa (700MHz)

	Results
origin
	3GPP
	CEG

	Penetration
Margin
	NLOS
	NLOS O-I
	NLOS
	NLOS O-I

	
	9
	14.41
	9
	14.46










	
	Penetration Margin mMTC - Channel Model A

	Scenario
	UMa NB-IoT (700MHz)
	UMa eMTC (700MHz)

	Results
origin
	3GPP
	CEG
	3GPP
	CEG

	Penetration
Margin
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I

	
	0
	0
	26.25
	0
	0
	26.25
	0
	0
	26.25
	0
	0
	26.25





	
	Penetration Margin mMTC - Channel Model B

	Scenario
	UMa NB-IoT (700MHz)
	UMa eMTC (700MHz)

	Results
origin
	3GPP
	CEG
	3GPP
	CEG

	Penetration
Margin
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I
	LOS
	NLOS
	NLOS O-I

	
	0
	0
	21.92
	0
	0
	22.01
	0
	0
	21.92
	0
	0
	22.01




SNR verification

SNR verification was done using link level simulations. The methodology used was based on maintaining the same spectrum efficiency from 3GPP self-evaluation templates and computing the equivalent channel overhead for each specified bandwidth. The number of antennas and all other RF characteristics was maintained to provide a correct verification of the proposed results.
The simulations verified that all suggested SNR values in the 3GPP link budget templates were within 1-2 dB margin from the simulated values, which is below the receiver implementation loss of 2 dB. For this reason, and acknowledging the simulators implementation margins, it is concluded that the proposed SNR values are correct.


Parameters evaluated via Simulation

11.1.10 	5% user spectral efficiency (per test environment) 

11.1.11 	Average spectral efficiency (per test environment) 

11.1.12	Connection density

11.1.13	Reliability

11.1.14 	Mobility (InH, DU, RU) 

11.2 	3GPP RIT

Parameters evaluated via Inspection

11.2.1	Bandwidth
See Section 11.1.1 (move the relevant parts here)
11.2.2	Energy efficiency 
See Section 11.1.2 (move the relevant parts here)
Parameters evaluated via Analysis

11.2.3 	Peak data rate

11.2.4	Peak spectral efficiency

11.2.5 	User experienced data rate (single band, single layer)

11.2.6	Area traffic capacity (InH, eMBB)
See Section 11.1.6 (move the relevant parts here)
11.2.7	Latency (user-plane and control-plane)

11.2.8 	Mobility interruption time
See Section 11.1.8 (move the relevant parts here)
11.2.9	Link Budget Analysis
See Section 11.1.9 (move the relevant parts here)
Parameters evaluated via Simulation

11.2.10 	5% user spectral efficiency (per test environment) 

11.2.11 	Average spectral efficiency (per test environment) 

11.2.12	Connection density

11.2.13	Reliability

11.2.14 	Mobility (InH, DU, RU) 

11.3 	TSDSI RIT

11.4 	Nufront RIT

11.5 	ETSI/DECT Forum SRIT 


F) Questions and feedback to WP 5D and/or the proponents or other IEGs;

12.	Questions and feedback

G) In the interim report, kindly provide the proposed next steps towards the final report to be sent to WP 5D for the February 2020 meeting.

13. 	Next steps towards the final report 


Part III
Conclusion

14	Overall conclusion

14.1 	3GPP SRIT

14.2 	3GPP RIT

14.3 	TSDSI RIT

14.4	Nufront RIT 

14.5 	ETSI/DECT Forum SRIT  





Annex
[bookmark: a2]
_______________
Document()	25.09.19	04.06.10
Document()	25.09.19	04.06.10
image1.png




image2.png
wpimpueg

awp uondnuaiuy
Aungo

peoj oN
peoj uo
Aauadiyye ASssug

Ayisusp uondsuuoy

aued
Joswod

Kouapeq

aued
sasn

(aawe

‘H-ui) Apedes
oyen ealy

JuBWUOIAUR

|endads Say

)
1se14ad Aousioyye
|endads Jash %5

381 e3ep
[ERUENEL VEPENY

AKauapiyye
|endadsyead

E
193png
Aun

Simulation  Analytical Inspection

Simulation

Simulation

Simulation  Analytical ~ Analytical

Simulation

(single band
& layer);

Simulation

(multi-layer)

Ericsson

Bell

Rogers

Telus

v

Interdigital

Videotron

ISED

INRS/UoT

Shaw




image3.emf
1.CEG%20-%20Ban dwidth%20verifycation%20for%20IMT-2020%203GPP%20submission.doc


1.CEG%20-%20Bandwidth%20verifycation%20for%20IMT-2020%203GPP%20submission.doc
IMT-2020 Evaluation:

Bandwidth and scalability requirements 

for IMT-2020 3GPP submission

Document for discussion and acceptance

CEG meeting


Montreal

June 12th, 2019


 Source : Interdigital Inc.

Abbreviations


3GPP: 3rd Generation Partnership Project


BLER: Block error rate


BS: Base-station


BW: Bandwidth


CCE: Control channel element


CP: Control-plane


CSI: Channel state information 


CSI-RS: Channel state information reference signal


DU: Dense urban


DL: Downlink


DM-RS: Demodulation reference signal 


eMBB: enhanced mobile broadband


gNB: g-NodeB


GoS: Grade-of-service


HARQ: Hybrid automatic repeat request


InH: Indoor Hotspot


ITU: International Telecommunication Union


LMLC: low-mobility large-cell


MIMO: multiple-input multiple-output


mMTC: massive Machine-Type Communications


NR: New Radio


NB-IoT: Narrowband-Internet of Things


OLLA: outer loop link adaptation 


PDCCH: Physical downlink control channel, PDSCH: Physical downlink shared channel


PRB: Physical resource block 


PT-RS: Phase tracking reference signal 


PUCCH: Physical uplink control channel; PUSCH: Physical uplink shared channel 


QoS: Quality-of-service


RAN: Radio access network


RE: Resource element


RIT: Radio-interface technology


RU: Rural


SCM: Stochastic channel model

SCS: Sub-carrier spacing


SDU: Service data unit


SR: Scheduling request


SRS: Sounding reference symbol


SSB: Synchronization signal block 


TRxP: Transmission and reception point


TRS: Tracking reference signal


TTI: Transmission time interval 


UE: User equipment 


UL: Uplink


ULPC: Uplink power control


UP: User-plane


urLLC: ultra-reliable low-latency communications


1 Introduction


In this contribution we are verifying the bandwidth requirement against the IMT-2020 3GPP submission presented in[1].


The bandwidth requirement for IMT-2020 is defined in [2]. We are reproducing the text here for convenience:

“Bandwidth is the maximum aggregated system bandwidth. The bandwidth may be supported by single or multiple radio frequency (RF) carriers. The bandwidth capability of the RIT/SRIT is defined for the purpose of IMT-2020 evaluation.

The requirement for bandwidth is at least 100 MHz. 


The RIT/SRIT shall support bandwidths up to 1 GHz for operation in higher frequency bands (e.g. above 6 GHz). 


Proponents are encouraged to consider extensions to support operation in wider bandwidths considering the research targets expressed in Recommendation ITU-R M.2083.


The RIT/SRIT shall support scalable bandwidth. Scalable bandwidth is the ability of the candidate RIT/SRIT to operate with different bandwidths.”


As for the evaluation part, the inspection method is mentioned in [3] that we reproduce here for convenience:

“The support of maximum bandwidth required in § 4.13 of Report ITU-R M.2410-0, is verified by inspection of the proposal.

The scalability requirement is verified by demonstrating that the candidate RITs/SRITs can support multiple different bandwidth values. These values shall include the minimum and maximum supported bandwidth values of the candidate RITs/SRITs.

The requirements for bandwidth or the bandwidth numbers demonstrated by the proponent do not pose any requirements or limitations for other Technical Performance Requirements that depend on bandwidth. If any other requirement requires a higher bandwidth, the capability to reach that bandwidth should be described as well.”


In the following sections, we will verify the above requirements by inspecting the 3GPP related RF specifications for Rel-15 that were part of the IMT-2020 submission.

2 Discussion

Based on the 3GPP submission, this discussion we considered the following two RITs for inspection:

1. NR bandwidth requirements capabilities.

2. LTE bandwidth requirements capabilities.

2.1 NR bandwidth requirements capabilities

The capability of bandwidth and bandwidth scalability for NR:

First, we have the supported bandwidth channels on FR1 (below 6GHz) and FR2 (above 24GHz) respectively along with their supported SCS. Then, according to the RRC specification TS 38.331, according to section 6.4, up to 16 component carriers is supported in Rel-15.  

According to TS 38.104 the following channel bandwidths and maximum aggregation bandwidths are supported in Rel-15:


Table 2.1.1 NR capability on bandwidth

		

		SCS [kHz] 

		Maximum bandwidth for one component carrier (MHz)

		Maximum number of component carriers for carrier aggregation

		Maximum aggregated bandwidth (MHz)



		FR1


(410 MHz – 7125 MHz)

		15

		50

		

16

		800



		

		30

		100

		16

		1600



		

		60

		100

		16

		1600



		FR2 
(24250 MHz – 52600 MHz)

		60

		200

		16

		3200



		

		120

		400

		16

		6400





And then the following transmission bandwidths configurations are supported for each case:


Table 2.1.2: Transmission bandwidth configuration NRB for FR1

		SCS (kHz)

		5


MHz

		10


MHz

		15


MHz

		20 MHz

		25 MHz

		30

MHz

		40 MHz

		50 MHz

		60 MHz

		70


MHz

		80 MHz

		90


MHz

		100 MHz



		

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB



		15

		25

		52

		79

		106

		133

		160

		216

		270

		N.A

		N.A

		N.A

		N.A

		N.A



		30

		11

		24

		38

		51

		65

		78

		106

		133

		162

		189

		217

		245

		273



		60

		N.A

		11

		18

		24

		31

		38

		51

		65

		79

		93

		107

		121

		135





Table 5.3.2-2: Transmission bandwidth configuration NRB for FR2

		SCS (kHz)

		50 MHz

		100 MHz

		200 MHz

		400 MHz



		

		NRB

		NRB

		NRB

		NRB



		60

		66

		132

		264

		N.A



		120

		32

		66

		132

		264





And then in terms of scalability capability we minimum and maximum channel bandwidth and the maximum scalability per component carrier:

Table 2.1.3 Bandwidth scalability capability for NR 

		

		SCS [kHz] 

		Minimum component carrier bandwidth (MHz)

		Maximum component carrier bandwidth (MHz)

		Maximum Number of supported bandwidths for a component carrier



		FR1

		15

		5

		50

		8



		

		30

		5

		100

		13



		

		60

		10

		100

		12



		FR2

		60

		50

		200

		3



		

		120

		50

		400

		4





The bandwidth scalability capability of NR Rel-15 is summarized in Table 2.1.3. It is observed that up to 13 different bandwidths are supported for FR 1, and up to 4 different bandwidths are supported for FR 2. Therefore, bandwidth scalability capability is fulfilled by NR Rel-15.

2.2 LTE bandwidth requirements capabilities

According to Section 5.6 of TS36.101, the maximum bandwidth of a component carrier is 20 MHz for LTE. Besides, according to Section 6.4 of TS 36.331, carrier aggregation of up to thirty-two component carriers is supported by LTE Rel-15.

Accordingly, LTE Rel-15 reaches the capability of maximum aggregated system bandwidth of 640 MHz. Therefore the bandwidth requirement of at least 100 MHz is met by LTE Rel-15.


Table 2.2.1: Transmission bandwidth configuration NRB in LTE

		Channel bandwidth BWChannel [MHz]

		1.4

		3 

		5

		10

		15

		20



		Transmission bandwidth configuration NRB

		6

		15 

		25

		50

		75

		100





 3 Conclusion


Based on the above verification we can conclude that 3GPP submission can fulfill theIMT-2020 bandwidth and scalability requirements.

A text proposal for the CEG evaluation report is proposed in the Annex of this document.
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Annex


Text proposal for CEG report on Bandwidth requirement

1 Conclusion: CEG concluded that bandwidth and scalabilty requirements are met by the IMT-2020 3GPP submission. 

2. Verification:

Based on the 3GPP submission, this discussion we considered the following two RITs for inspection:


1. NR bandwidth requirements capabilities.

2. LTE bandwidth requirements capabilities.

2.1 NR bandwidth requirements capabilities

The capability of bandwidth and bandwidth scalability for NR:


First, we have the supported bandwidth channels on FR1 (below 6GHz) and FR2 (above 24GHz) respectively along with their supported SCS. Then, according to the RRC specification TS 38.331, according to section 6.4, up to 16 component carriers is supported in Rel-15.  


According to TS 38.104 the following channel bandwidths and maximum aggregation bandwidths are supported in Rel-15:


Table 2.1.1 NR capability on bandwidth

		

		SCS [kHz] 

		Maximum bandwidth for one component carrier (MHz)

		Maximum number of component carriers for carrier aggregation

		Maximum aggregated bandwidth (MHz)



		FR1


(410 MHz – 7125 MHz)

		15

		50

		

16

		800



		

		30

		100

		16

		1600



		

		60

		100

		16

		1600



		FR2 
(24250 MHz – 52600 MHz)

		60

		200

		16

		3200



		

		120

		400

		16

		6400





And then the following transmission bandwidths configurations are supported for each case:


Table 2.1.2: Transmission bandwidth configuration NRB for FR1

		SCS (kHz)

		5


MHz

		10


MHz

		15


MHz

		20 MHz

		25 MHz

		30

MHz

		40 MHz

		50 MHz

		60 MHz

		70


MHz

		80 MHz

		90


MHz

		100 MHz



		

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB

		NRB



		15

		25

		52

		79

		106

		133

		160

		216

		270

		N.A

		N.A

		N.A

		N.A

		N.A



		30

		11

		24

		38

		51

		65

		78

		106

		133

		162

		189

		217

		245

		273



		60

		N.A

		11

		18

		24

		31

		38

		51

		65

		79

		93

		107

		121

		135





Table 5.3.2-2: Transmission bandwidth configuration NRB for FR2

		SCS (kHz)

		50 MHz

		100 MHz

		200 MHz

		400 MHz



		

		NRB

		NRB

		NRB

		NRB



		60

		66

		132

		264

		N.A



		120

		32

		66

		132

		264





And then in terms of scalability capability we minimum and maximum channel bandwidth and the maximum scalability per component carrier:


Table 2.1.3 Bandwidth scalability capability for NR 

		

		SCS [kHz] 

		Minimum component carrier bandwidth (MHz)

		Maximum component carrier bandwidth (MHz)

		Maximum Number of supported bandwidths for a component carrier



		FR1

		15

		5

		50

		8



		

		30

		5

		100

		13



		

		60

		10

		100

		12



		FR2

		60

		50

		200

		3



		

		120

		50

		400

		4





The bandwidth scalability capability of NR Rel-15 is summarized in Table 2.1.3. It is observed that up to 13 different bandwidths are supported for FR 1, and up to 4 different bandwidths are supported for FR 2. Therefore, bandwidth scalability capability is fulfilled by NR Rel-15.

2.2 LTE bandwidth requirements capabilities

According to Section 5.6 of TS36.101, the maximum bandwidth of a component carrier is 20 MHz for LTE. Besides, according to Section 6.4 of TS 36.331, carrier aggregation of up to thirty-two component carriers is supported by LTE Rel-15.

Accordingly, LTE Rel-15 reaches the capability of maximum aggregated system bandwidth of 640 MHz. Therefore the bandwidth requirement of at least 100 MHz is met by LTE Rel-15.


Table 2.2.1: Transmission bandwidth configuration NRB in LTE

		Channel bandwidth BWChannel [MHz]

		1.4

		3 

		5

		10

		15

		20



		Transmission bandwidth configuration NRB

		6

		15 

		25

		50

		75

		100






image4.emf
5.CEG%20-%20Ener gy%20Efficiency%20evaluation%20for%20IMT-2020%203GPP%20submission.doc


5.CEG%20-%20Energy%20Efficiency%20evaluation%20for%20IMT-2020%203GPP%20submission.doc
IMT-2020 Evaluation:

Energy Efficiency requirements evaluation

for IMT-2020 3GPP submission

Document for discussion and acceptance

CEG meeting


Montreal

June 12th, 2019


 Source : Interdigital Inc.

Abbreviations


3GPP: 3rd Generation Partnership Project


BLER: Block error rate


BS: Base-station


BW: Bandwidth


CCE: Control channel element


CP: Control-plane


CSI: Channel state information 


CSI-RS: Channel state information reference signal


DU: Dense urban


DL: Downlink


DM-RS: Demodulation reference signal 


eMBB: enhanced mobile broadband


gNB: g-NodeB


GoS: Grade-of-service


HARQ: Hybrid automatic repeat request


InH: Indoor Hotspot


ITU: International Telecommunication Union


LMLC: low-mobility large-cell


MIMO: multiple-input multiple-output


mMTC: massive Machine-Type Communications


NR: New Radio


NB-IoT: Narrowband-Internet of Things


OLLA: outer loop link adaptation 


PDCCH: Physical downlink control channel, PDSCH: Physical downlink shared channel


PRB: Physical resource block 


PT-RS: Phase tracking reference signal 


PUCCH: Physical uplink control channel; PUSCH: Physical uplink shared channel 


QoS: Quality-of-service


RAN: Radio access network


RE: Resource element


RIT: Radio-interface technology


RU: Rural


SCM: Stochastic channel model

SCS: Sub-carrier spacing


SDU: Service data unit


SR: Scheduling request


SRS: Sounding reference symbol


SSB: Synchronization signal block 


TRxP: Transmission and reception point


TRS: Tracking reference signal


TTI: Transmission time interval 


UE: User equipment 


UL: Uplink


ULPC: Uplink power control


UP: User-plane


urLLC: ultra-reliable low-latency communications


1 Introduction


In this contribution we are verifying the energy efficiency requirement against the IMT-2020 3GPP submission presented in[1].


The energy efficiency requirement for IMT-2020 is defined in [2]. We are reproducing the text here for convenience:

“Network energy efficiency is the capability of a RIT/SRIT to minimize the radio access network energy consumption in relation to the traffic capacity provided. Device energy efficiency is the capability of the RIT/SRIT to minimize the power consumed by the device modem in relation to the traffic characteristics. 

Energy efficiency of the network and the device can relate to the support for the following two aspects:


a)
Efficient data transmission in a loaded case;

b)
Low energy consumption when there is no data.

Efficient data transmission in a loaded case is demonstrated by the average spectral efficiency (see § 4.5). 


Low energy consumption when there is no data can be estimated by the sleep ratio. The sleep ratio is the fraction of unoccupied time resources (for the network) or sleeping time (for the device) in a period of time corresponding to the cycle of the control signaling (for the network) or the cycle of discontinuous reception (for the device) when no user data transfer takes place. Furthermore, the sleep duration, i.e. the continuous period of time with no transmission (for network and device) and reception (for the device), should be sufficiently long. 


This requirement is defined for the purpose of evaluation in the eMBB usage scenario.


The RIT/SRIT shall have the capability to support a high sleep ratio and long sleep duration. Proponents are encouraged to describe other mechanisms of the RIT/SRIT that improve the support of energy efficient operation for both network and device.”

As for the evaluation part, the inspection method is mentioned in [3] that we reproduce here for convenience:

“The energy efficiency for both network and device is verified by inspection by demonstrating that the candidate RITs/SRITs can support high sleep ratio and long sleep duration as defined in Report ITU‑R M.2410-0 when there is no data.

Inspection can also be used to describe other mechanisms of the candidate RITs/SRITs that improve energy efficient operation for both network and device.”

In the following sections, we will verify the above requirements by inspecting the 3GPP related specifications for Rel-15 that were part of the IMT-2020 submission.

2 Discussion

Based on the 3GPP submission, for this discussion we considered the following two RITs for inspection:

1. NR.

2. LTE.

For both RITs we will analyze the “no data” scenarios, since the loaded scenario is quantified by spectrum efficiency.


2.1 NR energy efficiency

2.1.1 NR network side

Based on the definition of the sleep time for the network suggested in ITU-R M.2410 requirement, the following sleep mode ratio equations were proposed in the submission documents:
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 is the numerology (as defined in TS38.211, e.g., =0 for 15 kHz SCS, =1 for 30 kHz SCS, =3 for 120 kHz SCS, and =4 for 240 kHz SCS), L is the number of SS/PBCH blocks in one SSB set, PSSB is the SSB set periodicity, PRMSI is the RSMI periodicity, and  is the flag variable (=1 for FR1, and =0 for FR2).


We agree with proposed methodology and as a result, the NR network can achieve high sleep ratio in unloaded case. 


Table 2.1.1-1 NR network sleep ratio in slot level

		SSB configuration

		SSB set periodicity PSSB



		SCS [kHz]

		Number of SS/PBCH block per SSB set, L

		5ms

		10ms

		20ms

		40ms

		80ms

		160ms



		15kHz 

		1

		80.00%

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%



		

		2

		80.00%

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%



		30kHz 

		1

		95.00%

		97.50%

		98.75%

		99.38%

		99.69%

		99.84%



		

		4

		80.00%

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%



		120kHz 

		8

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%

		99.69%



		

		16

		80.00%

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%



		240kHz 

		16

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%

		99.69%



		

		32

		80.00%

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%





Table 2.1.1-2 NR network sleep ratio in symbol level

		SSB configuration

		SSB set periodicity PSSB



		SCS [kHz]

		Number of SS/PBCH block per SSB set, L

		5ms

		10ms

		20ms

		40ms

		80ms

		160ms



		15kHz 

		1

		93.57%

		96.43%

		97.86%

		98.93%

		99.46%

		99.73%



		

		2

		87.14%

		92.86%

		95.71%

		97.86%

		98.93%

		99.46%



		30kHz 

		1

		96.79%

		98.21%

		98.93%

		99.46%

		99.73%

		99.87%



		

		4

		87.14%

		92.86%

		95.71%

		97.86%

		98.93%

		99.46%



		120kHz 

		8

		94.29%

		97.14%

		98.57%

		99.29%

		99.64%

		99.82%



		

		16

		88.57%

		94.29%

		97.14%

		98.57%

		99.29%

		99.64%



		240kHz 

		16

		94.29%

		97.14%

		98.57%

		99.29%

		99.64%

		99.82%



		

		32

		88.57%

		94.29%

		97.14%

		98.57%

		99.29%

		99.64%





In terms of milliseconds, the following sleep time can be achieved by NR network on different SSB periodicities:


Based on the above mechanisms, evaluation results of sleep duration are provided in Table 3. It is observed that with SSB set period of 160ms, more than 150ms sleep duration can be obtained by NR network. Therefore, NR network can achieve long sleep duration in unloaded case. 

Therefore, NR meets network side energy efficiency requirement.


Table 2.1.1-3 NR network sleep duration (ms) in slot level

		SSB configuration

		SSB set periodicity PSSB



		SCS [kHz]

		Number of SS/PBCH block per SSB set, L

		5ms

		10ms

		20ms

		40ms

		80ms

		160ms



		15kHz 

		1

		4.00 

		9.00 

		19.00 

		39.00 

		79.00 

		159.00 



		

		2

		4.00 

		9.00 

		19.00 

		39.00 

		79.00 

		159.00 



		30kHz 

		1

		4.50 

		9.50 

		19.50 

		39.50 

		79.50 

		159.50 



		

		4

		4.00 

		9.00 

		19.00 

		39.00 

		79.00 

		159.00 



		120kHz 

		8

		4.50 

		9.72 

		18.92 

		39.03 

		78.97 

		158.99 



		

		16

		4.00 

		9.88 

		18.77 

		39.05 

		78.96 

		158.99 



		240kHz 

		16

		4.50 

		9.86 

		18.90 

		39.04 

		78.97 

		158.99 



		

		32

		4.00 

		9.94 

		18.76 

		39.06 

		78.96 

		158.99 





2.1.2 NR UE side

The sleep ratio and sleep duration for NR UEs under unloaded case are evaluated.


For NR, DRX is supported for UEs in idle, inactive and connected states.


The DRX cycle for idle state / inactive state UE consists of an “On Duration” during which the UE should perform SSB monitoring, paging monitoring and RRM measurement, and an “Off Duration” during which the UE can skip reception of downlink channels to save energy. 


During the On Duration of a DRX cycle, the UE is assumed to perform the folling tasks:

- Synchronization on one SSB burst (short paging cycle)


- Paging monitoring- this can consist on multiple slots. The Paging Frame is no longer than a one SSB bursts.


- RRM measurement which is based on SS/PBCH and it is assumed to be 3.5ms.


The transition time for switching ON/OFF UE internal components is assumed to be 10ms


Based on these assumptions, the UE can be in sleep mode more than 90% in for any DRX cycle in idle/inactive state:

Table 2.1.2-1 NR device sleep ratio in slot level (for idle / inactive mode)


		　

		Paging cycle NPC_RF *10 (ms)

		SCS(kHz)

		SSB L

		SSB reception time(ms)

		SSB cycle (ms)

		Number of SSB burst set

		RRM measurement time per DRX (ms)

		Transition time(ms)

		Sleep ratio



		RRC-Idle/Inactive

		320

		240

		32

		1

		-- 

		1

		3.5

		10

		95.5%



		

		2560

		15

		2

		1

		 --

		1

		3

		10

		99.5%



		

		2560

		15

		2

		1

		160

		2

		3

		10

		93.2%





For RRC-Connected Mode, with no data transmissions, we get more than 84% sleep mode, assuming the ON Duration” and the other similar parameters:

		Table 2.1.2-2 NR device sleep ratio in slot level (for connected mode) 


　

		DRX cycle TSC_ms * MSC (ms)

		Number of SSB burst set

		DRX-onDurationTimer(ms)

		RRM measurement time per DRX (ms)

		Transition time(ms)

		Sleep ratio



		RRC-Connected

		320

		1

		2 

		3.5

		10

		95.2%



		

		320

		1

		10

		3

		10

		92.8%



		

		2560

		1

		100

		3

		10

		95.6%



		

		10240

		1

		1600

		3

		10

		84.2%





2.2 LTE energy efficiency

2.2.1 LTE network side


For LTE, the FeMBMS/Unicast-mixed cell and MBMS-dedicated cell are employed in LTE network evaluation.


For FeMBMS/Unicast-mixed cell, 


· Sub-frame 0 and 5 are always used as non-MBSFN sub-frame for synchronization and SI acquisition. 

· Sub-frame 4 and 9 are assumed to be configured as MBSFN sub-frames.

· MBSFN sub-frames are assumed not to contain unicast control region.

For FeMBMS/Unicast-mixed cell, 8 sub-frames are configured to be MBSFN sub-frames, and in the remaining 2 sub-frames, only PDCCH/SSS/PSSS and PBCH are transmitted.

Therefore, the sleep ratio of FeMBMS/Unicast-mixed cell is 1-2/10=80% for sub-frame level.


For MBMS-dedicated cell, one-non-MBSFN sub-frame is transmitted every 40ms, thus the sleep ratio in subframe level is 1-1/40=97.5%. Similarly, in symbol level the sleep ratio can be further improved to 1-(1+6)/14/40 = 98.75%.


In conclusion, in milliseconds, the following results were found:


Table 2.2.1-1 LTE network sleep duration (ms) in subframe level

		Cell type

		Sleep duration (ms)



		FeMBMS/Unicast-mixed cell

		4.00



		MBMS-dedicated cell

		39.00





2.2.2 LTE UE side


For LTE, DRX is supported for UE in both idle and connected modes.


When DRX is used, the UE wakes up and receives PSS/SSS for synchronization, listens to PDCCH only on specific paging occasion defined in-terms of paging frame and subframe within period of NPC_RF radio frames defined by the DRX cycle (paging cycle) of the cell and performs RRM measurement. The UE can remain in sleep mode for remaining duration within DRX cycle.

With similar assumption with NR case, using the LTE specific DRX cycles, the following results were found for idle mode:

Table 2.2.2-1 LTE device sleep ratio in subframe level (for idle mode) 


		　

		Paging cycle NPC_RF *10 (ms)

		Synchronization reception time per cycle(ms)

		Synchronization cycle(ms)

		Number of


synchronization

		RRM measurement time per DRX (ms)

		Transition time (ms)

		DL/UL subframe ratio

		Sleep ratio



		RRC-Idle

		320

		2

		10*

		1

		6

		10

		1

		93.1%



		

		320

		2

		10*

		2

		6

		10

		1

		90.0%



		

		2560

		2

		10*

		1

		6

		10

		1

		99.1%



		

		2560

		2

		10*

		2

		6

		10

		1

		98.8%





For the RRC-Connected state we have(without data transmission):


		Table 2.2-2 LTE device sleep ratio in subframe level (for connected mode) 


　

		DRX cycle TCYCLE_SF (ms)

		Synchronization reception time(ms)

		Synchronization cycle(ms)

		Number of synchronization

		PDCCH reception time(ms)

		RRM measurement time per DRX (ms)

		DL/UL subframe ratio

		Sleep ratio



		RRC-Connected

		320

		2

		--

		1

		10

		6

		1

		91.9%



		

		320

		2

		10

		2

		10

		6

		0.5

		85.6%



		

		2560

		2

		--

		1

		100

		6

		1

		95.5%



		

		2560

		2

		10

		2

		100

		6

		0.5

		91.2%



		

		10240

		2

		--

		1

		1600

		6

		1

		84.2%





In both idle and connected states, the LTE device can achieve a very high percentage of sleep mode at the sub-frame level.

3 Conclusion


Based on the above verification we can conclude that 3GPP submission can fulfill theIMT-2020 energy efficiency requirements.

A text proposal for the CEG evaluation report is proposed in the Annex of this document.
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Annex


Text proposal for CEG report on Energy Efficiency requirement

1 Conclusion: CEG concluded that energy efficiency requirements are met by the IMT-2020 3GPP submission. 

2. Verification:

Based on the 3GPP submission, for this evaluation we considered the following two RITs for inspection:


1. NR.

2. LTE.


For both RITs we will analyze the “no data” scenarios, since the loaded scenario is quantified by spectrum efficiency.


2.1 NR energy efficiency


2.1.1 NR network side


Based on the definition of the sleep time for the network suggested in ITU-R M.2410 requirement, the following sleep mode ratio equations were proposed in the submission documents:
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 is the numerology (as defined in TS38.211, e.g., =0 for 15 kHz SCS, =1 for 30 kHz SCS, =3 for 120 kHz SCS, and =4 for 240 kHz SCS), L is the number of SS/PBCH blocks in one SSB set, PSSB is the SSB set periodicity, PRMSI is the RSMI periodicity, and  is the flag variable (=1 for FR1, and =0 for FR2).


We agree with proposed methodology and as a result, the NR network can achieve high sleep ratio in unloaded case. 


Table 2.1.1-1 NR network sleep ratio in slot level

		SSB configuration

		SSB set periodicity PSSB



		SCS [kHz]

		Number of SS/PBCH block per SSB set, L

		5ms

		10ms

		20ms

		40ms

		80ms

		160ms



		15kHz 

		1

		80.00%

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%



		

		2

		80.00%

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%



		30kHz 

		1

		95.00%

		97.50%

		98.75%

		99.38%

		99.69%

		99.84%



		

		4

		80.00%

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%



		120kHz 

		8

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%

		99.69%



		

		16

		80.00%

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%



		240kHz 

		16

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%

		99.69%



		

		32

		80.00%

		90.00%

		95.00%

		97.50%

		98.75%

		99.38%





Table 2.1.1-2 NR network sleep ratio in symbol level

		SSB configuration

		SSB set periodicity PSSB



		SCS [kHz]

		Number of SS/PBCH block per SSB set, L

		5ms

		10ms

		20ms

		40ms

		80ms

		160ms



		15kHz 

		1

		93.57%

		96.43%

		97.86%

		98.93%

		99.46%

		99.73%



		

		2

		87.14%

		92.86%

		95.71%

		97.86%

		98.93%

		99.46%



		30kHz 

		1

		96.79%

		98.21%

		98.93%

		99.46%

		99.73%

		99.87%



		

		4

		87.14%

		92.86%

		95.71%

		97.86%

		98.93%

		99.46%



		120kHz 

		8

		94.29%

		97.14%

		98.57%

		99.29%

		99.64%

		99.82%



		

		16

		88.57%

		94.29%

		97.14%

		98.57%

		99.29%

		99.64%



		240kHz 

		16

		94.29%

		97.14%

		98.57%

		99.29%

		99.64%

		99.82%



		

		32

		88.57%

		94.29%

		97.14%

		98.57%

		99.29%

		99.64%





In terms of milliseconds, the following sleep time can be achieved by NR network on different SSB periodicities:


Based on the above mechanisms, evaluation results of sleep duration are provided in Table 3. It is observed that with SSB set period of 160ms, more than 150ms sleep duration can be obtained by NR network. Therefore, NR network can achieve long sleep duration in unloaded case. 

Therefore, NR meets network side energy efficiency requirement.


Table 2.1.1-3 NR network sleep duration (ms) in slot level

		SSB configuration

		SSB set periodicity PSSB



		SCS [kHz]

		Number of SS/PBCH block per SSB set, L

		5ms

		10ms

		20ms

		40ms

		80ms

		160ms



		15kHz 

		1

		4.00 

		9.00 

		19.00 

		39.00 

		79.00 

		159.00 



		

		2

		4.00 

		9.00 

		19.00 

		39.00 

		79.00 

		159.00 



		30kHz 

		1

		4.50 

		9.50 

		19.50 

		39.50 

		79.50 

		159.50 



		

		4

		4.00 

		9.00 

		19.00 

		39.00 

		79.00 

		159.00 



		120kHz 

		8

		4.50 

		9.72 

		18.92 

		39.03 

		78.97 

		158.99 



		

		16

		4.00 

		9.88 

		18.77 

		39.05 

		78.96 

		158.99 



		240kHz 

		16

		4.50 

		9.86 

		18.90 

		39.04 

		78.97 

		158.99 



		

		32

		4.00 

		9.94 

		18.76 

		39.06 

		78.96 

		158.99 





2.1.2 NR UE side


The sleep ratio and sleep duration for NR UEs under unloaded case are evaluated.


For NR, DRX is supported for UEs in idle, inactive and connected states.


The DRX cycle for idle state / inactive state UE consists of an “On Duration” during which the UE should perform SSB monitoring, paging monitoring and RRM measurement, and an “Off Duration” during which the UE can skip reception of downlink channels to save energy. 


During the On Duration of a DRX cycle, the UE is assumed to perform the folling tasks:


- Synchronization on one SSB burst (short paging cycle)


- Paging monitoring- this can consist on multiple slots. The Paging Frame is no longer than a one SSB bursts.


- RRM measurement which is based on SS/PBCH and it is assumed to be 3.5ms.


The transition time for switching ON/OFF UE internal components is assumed to be 10ms


Based on these assumptions, the UE can be in sleep mode more than 90% in for any DRX cycle in idle/inactive state:

		Table 2.1.2-1 NR device sleep ratio in slot level (for idle / inactive mode)


　

		Paging cycle NPC_RF *10 (ms)

		SCS(kHz)

		SSB L

		SSB reception time(ms)

		SSB cycle (ms)

		Number of SSB burst set

		RRM measurement time per DRX (ms)

		Transition time(ms)

		Sleep ratio



		RRC-Idle/Inactive

		320

		240

		32

		1

		-- 

		1

		3.5

		10

		95.5%



		

		2560

		15

		2

		1

		 --

		1

		3

		10

		99.5%





		

		2560

		15

		2

		1

		160

		2

		3

		10

		93.2%





For RRC-Connected Mode, with no data transmissions, we get more than 84% sleep mode, assuming the ON Duration” and the other similar parameters:


		Table 2.1.2-2 NR device sleep ratio in slot level (for connected mode) 


　

		DRX cycle TSC_ms * MSC (ms)

		Number of SSB burst set

		DRX-onDurationTimer(ms)

		RRM measurement time per DRX (ms)

		Transition time(ms)

		Sleep ratio



		RRC-Connected

		320

		1

		2 

		3.5

		10

		95.2%



		

		320

		1

		10

		3

		10

		92.8%



		

		2560

		1

		100

		3

		10

		95.6%



		

		10240

		1

		1600

		3

		10

		84.2%





2.2 LTE energy efficiency


2.2.1 LTE network side


For LTE, the FeMBMS/Unicast-mixed cell and MBMS-dedicated cell are employed in LTE network evaluation.


For FeMBMS/Unicast-mixed cell, 


· Sub-frame 0 and 5 are always used as non-MBSFN sub-frame for synchronization and SI acquisition. 

· Sub-frame 4 and 9 are assumed to be configured as MBSFN sub-frames.

· MBSFN sub-frames are assumed not to contain unicast control region.

For FeMBMS/Unicast-mixed cell, 8 sub-frames are configured to be MBSFN sub-frames, and in the remaining 2 sub-frames, only PDCCH/SSS/PSSS and PBCH are transmitted.


Therefore, the sleep ratio of FeMBMS/Unicast-mixed cell is 1-2/10=80% for sub-frame level.


For MBMS-dedicated cell, one-non-MBSFN sub-frame is transmitted every 40ms, thus the sleep ratio in subframe level is 1-1/40=97.5%. Similarly, in symbol level the sleep ratio can be further improved to 1-(1+6)/14/40 = 98.75%.


In conclusion, in milliseconds, the following results were found:


Table 2.2.1-1 LTE network sleep duration (ms) in subframe level

		Cell type

		Sleep duration (ms)



		FeMBMS/Unicast-mixed cell

		4.00



		MBMS-dedicated cell

		39.00





Therefore, LTE RIT meets network side energy efficiency requirement.


2.2.2 LTE UE side


For LTE, DRX is supported for UE in both idle and connected modes.


When DRX is used, the UE wakes up and receives PSS/SSS for synchronization, listens to PDCCH only on specific paging occasion defined in-terms of paging frame and subframe within period of NPC_RF radio frames defined by the DRX cycle (paging cycle) of the cell and performs RRM measurement. The UE can remain in sleep mode for remaining duration within DRX cycle.

With similar assumption with NR case, using the LTE specific DRX cycles, the following results were found for idle mode:


		Table 2.2.2-1 LTE device sleep ratio in subframe level (for idle mode) 


　

		Paging cycle NPC_RF *10 (ms)

		Synchronization reception time per cycle(ms)

		Synchronization cycle(ms)

		Number of


synchronization

		RRM measurement time per DRX (ms)

		Transition time (ms)

		DL/UL subframe ratio

		Sleep ratio



		RRC-Idle

		320

		2

		10*

		1

		6

		10

		1

		93.1%



		

		320

		2

		10*

		2

		6

		10

		1

		90.0%



		

		2560

		2

		10*

		1

		6

		10

		1

		99.1%



		

		2560

		2

		10*

		2

		6

		10

		1

		98.8%





For the RRC-Connected state we have(without data transmission):


Table 2.2-2 LTE device sleep ratio in subframe level (for connected mode) 


		　

		DRX cycle TCYCLE_SF (ms)

		Synchronization reception time(ms)

		Synchronization cycle(ms)

		Number of synchronization

		PDCCH reception time(ms)

		RRM measurement time per DRX (ms)

		DL/UL subframe ratio

		Sleep ratio



		RRC-Connected

		320

		2

		--

		1

		10

		6

		1

		91.9%



		

		320

		2

		10

		2

		10

		6

		0.5

		85.6%



		

		2560

		2

		--

		1

		100

		6

		1

		95.5%



		

		2560

		2

		10

		2

		100

		6

		0.5

		91.2%



		

		10240

		2

		--

		1

		1600

		6

		1

		84.2%





In both idle and connected states, the LTE device can achieve a very high percentage of sleep mode at the sub-frame level.
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Abbreviations



3GPP: 3rd Generation Partnership Project

AP: Access point

BS: Base-station

BW: Bandwidth

CCE: Control channel element

CP: Control-plane or Cyclic Prefix

CSI: Channel state information 

CSI-RS: Channel state information reference signal

DU: Dense Urban

DL: Downlink

DMRS: Demodulation reference signal 

eMBB: enhanced mobile broadband

FDM: Frequency division multiplexing

gNB: g-NodeB

GoS: Grade-of-service

HARQ: Hybrid automatic repeat request

InH: Indoor Hotspot

ITU: International Telecommunication Union

LDPC: Low-density parity code

LMLC: low-mobility large-cell

LoS: Line-of-sight

MAC: Medium access control

MIMO: multiple-input multiple-output

mMTC: massive Machine-Type Communications

NB-IoT: Narrowband-Internet of Things

NLoS: non-Line-of-sight

NR: New Radio

OFDM: Orthogonal frequency division multiplexing

PDCCH: Physical downlink control channel, PDSCH: Physical downlink shared channel

PDCP: Packet data convergence protocol

PRB: Physical resource block 

PT-RS: Phase tracking reference signal 

PUCCH: Physical uplink control channel; PUSCH: Physical uplink shared channel 

QoS: Quality-of-service

RAN: Radio access network

RB: Resource block

RE: Resource element

RIT: Radio-interface technology

RLC: Radio link control 

RU: Rural

SCS: Sub-carrier spacing

SDU: Service data unit

SINR/SNR: Signal-to-interference noise ratio/Signal-to-noise ratio

SR: Scheduling request

SRS: Sounding reference symbol

SSB: Synchronization signal block 

SCM: Stochastic channel model

TBS: Transport block size

TRxP: Transmission and reception point

TRS: Tracking reference signal

TTI: Transmission time interval 

UE: User equipment 

UL: Uplink

UP: User-plane

urLLC: ultra-reliable low-latency communications

Introduction



In this contribution, we present evaluation results on area traffic capacity for the enhanced Mobile Broadband (eMBB) usage scenario in an indoor hotspot (InH) geographic environment, as described in [3] and shows that the corresponding IMT-2020 requirements can be met. 

Requirements on area traffic capacity

[bookmark: _Ref7022061]Area traffic capacity is defined as the total traffic throughput served per geographic area (in Mbits/s/m2). The throughput is the number of correctly received bits, i.e. the number of bits contained in the service data units delivered to layer 3, over a certain period of time. 

This can be derived for one frequency band and one transmission reception point (TRxP) layer, based on the achievable average spectral efficiency, network deployment (e.g., TRxP (site) density) and bandwidth. 

Let  denote the channel bandwidth and  the TRxP density (TRxP/m2). The area traffic capacity  is related to average spectral efficiency  through the following equation

.

In case multiple bands are aggregated, the area traffic capacity will be summed over the bands.

The requirement is defined for the purpose of evaluation in the Indoor Hotspot (InH) eMBB test environment, where the target value for the area traffic capacity on the downlink is 10 Mbits/s/m2.



The Indoor Hotspot-eMBB test environment consists of one floor of a building. The height of the ceiling is 3 m. The floor has a surface of 120 m × 50 m and 12 BSs/sites which are placed in 20 meters spacing as shown in Fig. 1, with a LOS probability as defined by channel model in Annex 1, Table A1-9 of [3]. In Fig. 1, internal walls are not explicitly shown but are modeled via the stochastic LOS probability model.

The type of site deployed (e.g. one TRxP per site or 3 TRxPs per site) is not defined and should be reported by the proponent.

Fig. 1

Indoor Hotspot sites layout







If we take 12 TRxP in the above scenario, then we can compute  as follows:

 = 12 / (120m X 50m) = 0.002 TRxP/m2

For FDD with DL with 32x4 MU-MIMO Type II Codebook, and SCS = 15KHz the average spectrum efficiency has been derived as:

Channel Model A:  = 13.24 for 40MHz carrier bandwidth.

Channel Model B:  = 13.54 for 40MHz carrier bandwidth.



For this FDD configuration, using a 400MHz aggregation bandwidth we will have:

Channel Model A:

 = 0.002 X 400MHz X 13.24 = 10.59 Mbits/s/Hz

Channel Model B:

 = 0.002 X 400MHz X 13.54 = 10.83 Mbits/s/Hz



Observation 1: For FDD configuration the minimum requirement for area traffic capacity can be met with a minimum aggregated channel bandwidth of 400MHz.







For TDD with DL with 32x4 MU-MIMO Type II Codebook reciprocity based, 4T SRS, SCS = 15KHz and DDDSU frame structure, the average spectrum efficiency has been derived as:

Channel Model A:  = 14.65 for 40MHz carrier bandwidth.

Channel Model B:  = 14.64 for 40MHz carrier bandwidth.

So, for the above TDD configuration with 360MHz aggregated bandwidth we will find:



Channel Model A:

 = 0.002 X 360 MHz X 14.65 = 10.54 Mbits/s/Hz

Channel Model B:

 = 0.002 X 360 MHz X 14.64 = 10.54 Mbits/s/Hz



Observation 2: For TDD configuration the minimum requirement for area traffic capacity can be met with a minimum aggregated channel bandwidth of 360MHz.

Summary and conclusion

In this contribution, it has been shown that the IMT-2020 requirements on area traffic capacity can be fulfilled in the specified test environment. In the Annex we present a text proposal for CEG report.
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Annex



Text proposal for CEG report on Energy Efficiency requirement

1 Conclusion: CEG concluded that traffic area requirement is met by the IMT-2020 3GPP submission. 

2. Verification:



The requirement is defined for the purpose of evaluation in the Indoor Hotspot (InH) eMBB test environment, where the target value for the area traffic capacity on the downlink is 10 Mbits/s/m2.



The Indoor Hotspot-eMBB test environment consists of one floor of a building. The height of the ceiling is 3 m. The floor has a surface of 120 m × 50 m and 12 BSs/sites which are placed in 20 meters spacing as shown in Fig. 1, with a LOS probability as defined by channel model in Annex 1, Table A1-9 of [3]. In FIG. 1, internal walls are not explicitly shown but are modeled via the stochastic LOS probability model.

The type of site deployed (e.g. one TRxP per site or 3 TRxPs per site) is not defined and should be reported by the proponent.

Fig. 1

Indoor Hotspot sites layout







If we take 12 TRxP in the above scenario, then we can compute  as follows:

 = 12 / (120m X 50m) = 0.002 TRxP/m2

For FDD with DL with 32x4 MU-MIMO Type II Codebook, and SCS = 15KHz the average spectrum efficiency has been derived as:

Channel Model A:  = 13.24 for 40MHz carrier bandwidth.

Channel Model B:  = 13.54 for 40MHz carrier bandwidth.

For this FDD configuration, using a 400MHz aggregation bandwidth we will have:

Channel Model A:

 = 0.002 X 400MHz X 13.24 = 10.59 Mbits/s/Hz

Channel Model B:

 = 0.002 X 400MHz X 13.54 = 10.83 Mbits/s/Hz

Observation 1: For FDD configuration the minimum requirement for area traffic capacity can be met with a minimum aggregated channel bandwidth of 400MHz.



For TDD with DL with 32x4 MU-MIMO Type II Codebook reciprocity based, 4T SRS, SCS = 15KHz and DDDSU frame structure, the average spectrum efficiency has been derived as:

Channel Model A:  = 14.65 for 40MHz carrier bandwidth.

Channel Model B:  = 14.64 for 40MHz carrier bandwidth.

So, for the above TDD configuration with 360MHz aggregated bandwidth we will find:

Channel Model A:

 = 0.002 X 360 MHz X 14.65 = 10.54 Mbits/s/Hz

Channel Model B:

 = 0.002 X 360 MHz X 14.64 = 10.54 Mbits/s/Hz

Observation 2: For TDD configuration the minimum requirement for area traffic capacity can be met with a minimum aggregated channel bandwidth of 360MHz.
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Abbreviations


3GPP: 3rd Generation Partnership Project


BLER: Block error rate


BS: Base-station


BW: Bandwidth


CCE: Control channel element


CP: Control-plane


CSI: Channel state information 


CSI-RS: Channel state information reference signal


DU: Dense urban


DL: Downlink


DM-RS: Demodulation reference signal 


eMBB: enhanced mobile broadband


gNB: g-NodeB


GoS: Grade-of-service


HARQ: Hybrid automatic repeat request


InH: Indoor Hotspot


ITU: International Telecommunication Union


LMLC: low-mobility large-cell


MIMO: multiple-input multiple-output


mMTC: massive Machine-Type Communications


NR: New Radio


NB-IoT: Narrowband-Internet of Things


OLLA: outer loop link adaptation 


PDCCH: Physical downlink control channel, PDSCH: Physical downlink shared channel


PRB: Physical resource block 


PT-RS: Phase tracking reference signal 


PUCCH: Physical uplink control channel; PUSCH: Physical uplink shared channel 


QoS: Quality-of-service


RAN: Radio access network


RE: Resource element


RIT: Radio-interface technology


RU: Rural


SCM: Stochastic channel model

SCS: Sub-carrier spacing


SDU: Service data unit


SR: Scheduling request


SRS: Sounding reference symbol


SSB: Synchronization signal block 


TRxP: Transmission and reception point


TRS: Tracking reference signal


TTI: Transmission time interval 


UE: User equipment 


UL: Uplink


ULPC: Uplink power control


UP: User-plane


urLLC: ultra-reliable low-latency communications


1 Introduction


In this contribution we are analyzing the Mobility Interruption time requirement against the IMT-2020 3GPP submission presented in[1].


The Mobility Interruption time is defined in [2]. We are reproducing the text here for convenience:

“Mobility interruption time is the shortest time duration supported by the system during which a user terminal cannot exchange user plane packets with any base station during transitions.

The mobility interruption time includes the time required to execute any radio access network procedure, radio resource control signalling protocol, or other message exchanges between the mobile station and the radio access network, as applicable to the candidate RIT/SRIT.

This requirement is defined for the purpose of evaluation in the eMBB and URLLC usage scenarios.


The minimum requirement for mobility interruption time is 0 ms.”


As for the evaluation part, the following analysis method is mentioned in [3] that we reproduce here for convenience:

“The procedure of exchanging user plane packets with base stations during transitions shall be described based on the proposed technology including the functions and the timing involved.”

In the following sections, we will discuss the mobility procedures and analyze the impact on the traffic interruption, if any, of the user equipment (UE).

2 Discussion

Based on the 3GPP submission, this discussion will consider the following scenarios:

1. NR mobility scenarios:



1.1 Beam mobility.



1.2 CA (Carrier Aggregation) mobility.

2. LTE mobility scenarios:



2.1 Pcell (primary Cell) mobility.



2.2 DC (Dual Connectivity) mobility.

2.1 NR mobility scenarios

2.1.1 Beam mobility

One of the new features for NR is the specification of beam management. While moving into a cell, the transmit-receive beam of a user equipment may need to be changed. 

The UE can be configured to perform beam measurements and reporting based on a set of specific RS resources. The device can report physical layer measurements for the strongest beam and for the rest of the reported beams in the report just the difference with the best beam.

NR supports beam indication. This implies in informing the UE that certain PDSCH and/or PDCCH transmissions use the same transmission beam as a configured reference signal (RS). That means that a certain PDSCH and/or PDCCH is transmitted using the same spatial filter as the configured RS. So, beam indication is based on the configuration and downlink signaling of so-called Transmission Configuration Indication (TCI) states.

A UE can be configured by RRC with up to 64 TCI states, and by means of MAC signaling, the network can indicate a specific TCI state.

In some situations, the PDSCH beam indication can be performed using two different procedures due to the flexible offset scheduling timing. If this is larger than N symbols, DCI scheduling (on PDCCH) can indicate the TCI state. If it is smaller than N, the UT may assume quasi-collocated transmissions with the PDCCH.

 Observation 1: The above described mechanism is sufficiently flexible and allows gNB to schedule DL data on multiple beams on different slots.

A similar procedure is available for UL direction, whereas PUSCH is sent using an SRS resource indicator (SRI) configured by gNB. Thus, and gNB-side beam is selected for UL data reception accordingly.

Observation 2:  gNB may select different beams at different slots depending on the UE mobility. Therefore, UL data packet transmission is kept during beam pair switching at different slots.

Beam Mobility analysis conclusion: the UE can always exchange user plane packets with gNB during the mobility transitions. Therefore, 0ms mobility interruption time can be achieved by NR for this scenario.

2.1.1 Carrier Aggregation


When moving within the same PCell with CA enabled, the set of configured SCells of the UE may change. The SCell addition and SCell release procedures can occur.

During these procedures, the UE can always exchange user plane packets with the gNB during transitions, because the data transmission between the UE and the PCell is kept. Therefore, 0ms mobility interruption time can be achieved by NR for this case as well.

NR CA mobility analysis conclusion: 0ms mobility interruption time can be achieved by NR for CA mobility.

2.2 LTE mobility scenarios

2.2.1 Pcell Mobility


One of the features in Rel-15 LTE is the Make-Before-Break handover. With this, the connection with the source eNB is not released until DL synchronization is achieved with the target eNB. For intra-frequency handover a dual receiver capable UE can receive data from the source and from the source eNBs and track the RS from the target cell at the same time, while synchronizing with the target eNB. However, the UT must release the serving cell while performing RACH procedure with the target cell.

If the source and the target cells are synchronized, the UT may obtain the timing advance (TA) information without explicit TA command, so a RACH-less handover is possible. So, avoiding RACH related delay sometimes is possible.

Pcell Mobility analysis conclusion: Combining the Make-Before-Break and RACH-less handovers for a dual receiver capable UE in a scenario where TA is negligible between the source and target cells, a 0ms mobility interruption time can be achieved by LTE for Pcell mobility scenario.

2.2.2 Dual Connectivity (DC) Mobility


Dual connectivity (DC) is a feature that allows a UE to connect and exchange data with two eNBs namely MeNB (Master Node) and an SeNB (Slave Node).

When moving within the same MeNB with DC enabled, the SeNB may change. The SeNB addition/release procedures from TS36.300 are shown as an example below:


SeNB addition:



[image: image1]

Fig 1. SeNB Addition procedure

SeNB release – initiated by MeNB:



[image: image2]

Fig 2. SeNB Release procedure – initiated by MeNB

SeNB release – initiated by SeNB:


[image: image3]

Fig 3. SeNB Release procedure – initiated by SeNB

Dual Connectivity (DC) Mobility analysis conclusion: It is observed that during these procedures, the UE can always exchange user plane packets with MeNB during transitions. Therefore, 0ms mobility interruption time is achieved by LTE for the DC mobility scenario.


 3 Conclusion


Based on the above analysis we can conclude that 3GPP submission can fulfill the 0ms mobility interruption time requirement.

A text proposal for the CEG evaluation report is proposed in the Annex of this document.
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Annex


Text proposal for CEG report on Mobility interruption time


Mobility Interruption time


The Mobility interruption time requirement for IMT-2020 is 0ms as specified by ITU-R M.2410 document. The CEG concluded the 3GPP submission is compliant with the ITU-R requirement.


Analysis details


The Mobility Interruption time requirement is defined by M.2410 ITU-R document as follows:

“Mobility interruption time is the shortest time duration supported by the system during which a user terminal cannot exchange user plane packets with any base station during transitions.

The mobility interruption time includes the time required to execute any radio access network procedure, radio resource control signalling protocol, or other message exchanges between the mobile station and the radio access network, as applicable to the candidate RIT/SRIT.

This requirement is defined for the purpose of evaluation in the eMBB and URLLC usage scenarios.


The minimum requirement for mobility interruption time is 0 ms.”


As for the evaluation part, the following analysis method is mentioned in M.2412 that we reproduce here for convenience:


“The procedure of exchanging user plane packets with base stations during transitions shall be described based on the proposed technology including the functions and the timing involved.”

The following scenarios are considered based on the 3GPP submission (Rel-15):


1. NR mobility scenarios:



1.1 Beam mobility.



1.2 CA (Carrier Aggregation) mobility.


2. LTE mobility scenarios:



2.1 Pcell (primary Cell) mobility.



2.2 DC (Dual Connectivity) mobility.


1. NR mobility scenarios

1.1 NR Beam mobility

One of the new features for NR is the specification of beam management. While moving into a cell, the transmit-receive beam of a user terminal may need to be changed. 


The UE can be configured to perform beam measurements and reporting based on a set of specific RS resources. The device can report physical layer measurements for the strongest beam and for the rest of the reported beams in the report just the difference with the best beam.


NR supports beam indication. This implies in informing the UE that certain PDSCH and/or PDCCH transmissions uses the same transmission beam as a configured reference signal (RS). That means that a certain PDSCH and/or PDCCH is transmitted using the same spatial filter as the configured RS. So, beam indication is based on the configuration and downlink signaling of so-called Transmission Configuration Indication (TCI) states.


A UE can be configured by RRC with up to 64 TCI states, and by means of MAC signaling, the network can indicate a specific TCI state.


In some situations, the PDSCH beam indication can be performed using 2 different procedures due to the flexible offset scheduling timing. If this is larger than N symbols, DCI scheduling (on PDCCH) can indicate the TCI state. If it is smaller than N, the UE may assume quasi-collocated transmissions with the PDCCH.


 Observation 1: The above described mechanism is sufficiently flexible and allows gNB to schedule DL data on multiple beams on different slots.

A similar procedure is available for UL direction, whereas PUSCH is sent using an SRS resource indicator (SRI) configured by gNB. Thus, and gNB-side beam is selected for UL data reception accordingly.


Observation 2:  gNB may select different beams at different slots depending on the UE mobility. Therefore, UL data packet transmission is kept during beam pair switching at different slots.

Beam Mobility analysis conclusion: the UE can always exchange user plane packets with gNB during the mobility transitions. Therefore, 0ms mobility interruption time can be achieved by NR for this scenario.

1.1 NR Carrier Aggregation


When moving within the same PCell with CA enabled, the set of configured SCells of the UE may change. The SCell addition procedure and SCell release procedures can occur.

During these procedures, the UE can always exchange user plane packets with the gNB during transitions, because the data transmission between the UE and the PCell is kept. Therefore, 0ms mobility interruption time is achieved by NR for this case.


NR CA mobility analysis conclusion: 0ms mobility interruption time can be achieved by NR for CA mobility.

2 LTE mobility scenarios

2.1 LTE Pcell Mobility


One of the features in Rel-15 LTE is the Make-Before-Break handover. With this, the connection with the source eNB is not released until DL synchronization is achieved with the target eNB. For intra-frequency handover a dual receiver capable UE can receive data from the source and from the source eNBs and track the RS from the target cell at the same time, while synchronizing with the target eNB. However, the UE must release the serving cell while performing RACH procedure with the target cell.


If the source and the target cells are synchronized, the UE may obtain the timing advance (TA) information without explicit TA command, so a RACH-less handover is possible. So, avowing the RACH delay procedure sometimes is possible, thus this interruption can be avoided.


Pcell Mobility analysis conclusion: Combining the Make-Before-Break and RACH-less handovers for a dual receiver capable UE in a scenario where TA is negligible between the source and target cells, a 0ms mobility interruption time can be achieved by LTE for Pcell mobility.


2.2 LTE Dual Connectivity (DC) Mobility


Dual connectivity (DC) is a feature that allows a UE to connect and exchange data with two eNBs namely MeNB (Master Node) and an SeNB (Slave Node).


When moving within the same MeNB with DC enabled, the SeNB may change. The SeNB addition/release procedures from TS36.300 are shown as an example below:


SeNB addition:



[image: image4]

Fig 1. SeNB Addition procedure

SeNB release – initiated by MeNB:



[image: image5]

Fig 2. SeNB Release procedure – initiated by MeNB

SeNB release – initiated by SeNB:


[image: image6]

Fig 3. SeNB Release procedure – initiated by SeNB

Dual Connectivity (DC) Mobility analysis conclusion: It is observed that during these procedures, the UE can always exchange user plane packets with MeNB during transitions. Therefore, 0ms mobility interruption time is achieved by LTE for the DC mobility scenario.
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Abbreviations





3GPP: 3rd Generation Partnership Project


BLER: Block error rate


BS: Base-station


BW: Bandwidth


CCE: Control channel element


CP: Control-plane


CSI: Channel state information 


CSI-RS: Channel state information reference signal


DU: Dense urban


DL: Downlink


DM-RS: Demodulation reference signal 


eMBB: enhanced mobile broadband


gNB: g-NodeB


GoS: Grade-of-service


HARQ: Hybrid automatic repeat request


InH: Indoor Hotspot


ITU: International Telecommunication Union


LMLC: low-mobility large-cell


MIMO: multiple-input multiple-output


mMTC: massive Machine-Type Communications


NR: New Radio


NB-IoT: Narrowband-Internet of Things


OLLA: outer loop link adaptation 


PDCCH: Physical downlink control channel, PDSCH: Physical downlink shared channel


PRB: Physical resource block 


PT-RS: Phase tracking reference signal 


PUCCH: Physical uplink control channel; PUSCH: Physical uplink shared channel 


QoS: Quality-of-service


RAN: Radio access network


RE: Resource element


RIT: Radio-interface technology


RU: Rural


SCM: Stochastic channel model


SCS: Sub-carrier spacing


SDU: Service data unit


SR: Scheduling request


SRS: Sounding reference symbol


SSB: Synchronization signal block 


TRxP: Transmission and reception point


TRS: Tracking reference signal


TTI: Transmission time interval 


UE: User equipment 


UL: Uplink


ULPC: Uplink power control


UP: User-plane


urLLC: ultra-reliable low-latency communications














1 Introduction


This contribution provides a proposed text for the link budget analysis component of the CEG IMT-2020 Evaluation Report.


Link Budget Analysis text proposal








Link budget calculation is an important network planning tool that efficiently provides a first order approximation of cell coverage for a given level of service (and vice versa) and enables comparing the performance of different frequency bands during the network planning phase. One of the main development targets of the 3GPP based NR technology was to match or exceed the link budget of IMT-Advanced technologies. As part of the Canadian Evaluation Group (CEG) study, the calculations provided by 3GPP have been verified to determine whether the IMT-2020 targets would be met by the NR technology. 


Inspection of the link budget template tables provided by 3GPP clearly shows that they are well prepared, cover the considered deployment scenarios and are appropriate for link budget evaluation. Further, it has been verified that all setup parameters for the deployment scenarios under consideration are within the ranges suggested by the ITU-R WP5D in the M.2411 and M.2412 documents. 


Focus of the verification efforts was centred on deriving the shadow fading margins, penetration margins and data rate to signal to interference (SINR) mapping as these values have been used in the tables without providing sufficient details. For both considered channel models (Channel Model A and B), the theoretical derivation and numerical calculations, confirm that the shadowing margins, coverage areas and receiver sensitivity points all either match or are sufficiently close in value to what has been provided by 3GPP. Furthermore, in the instances where a small difference was observed the 3GPP was found to have utilized more conservative values. 





Shadow fading margin (SFM) derivation methodology





For each of the deployment scenarios under consideration the cell area coverage for a single omnidirectional site has been considered to substantially reduce the complexity of the problem. 


Starting with the following cell area coverage probability integral








 = 	 	(1)





where the probability of coverage at a distance r from the site with the pathloss  can be expressed as:





 	(2)





after substituting and resolving the integral, the cell coverage probability becomes:








        (3)


where:








Q-function is the tail distribution function of the standard normal distribution.


In all eMBB and URLLC deployment scenarios, the cell coverage probability of 90% and 95% have been considered for data and control channels, respectively.


For the mMTC deployment scenarios, 99% cell area coverage was considered for both data and control channels.


Using the above cell coverage area coverage probability functional points along with the pathloss equations for Channel Model A and B, the SFM was derived as a function of the pathloss exponent and shadow fading margin.


Shadow Fading Standard Deviation considerations:





The eMBB and URLLC deployment scenarios were considered to be the most challenging cases, particularly the NLOS, NLOS-Outdoor-Indoor and NLOS In-Car scenarios, with  = 5, and the outdoor σ having a different value.


Since there is only a single σ value that can be inserted into the calculation equation, scenarios with two independent standard deviations combined them using the following rule:





   σ =      (4)





For NLOS cases of eMBB and URLLC:





a = 


b =  





and for NLOS-O-I cases:





a = 


b = 





For Channel Model A, where an explicit  value is not defined, the  is derived and approximated using a generic uniform distribution of a variable into an interval (a, b), U (a, b), with the following characteristics:





The median u is defined as follows





    u = (a + b)/2      (5)





while the standard deviation σ is derived as follows:








=        (6)





The pathloss exponent it is determined by the applicable pathloss equations found in the M.2412 document along with the rest of the used shadow fading margin σ for each specific scenario.





The summary of the results for SFM values are presented in the following tables for each Channel Model. They all fall well within the values from 3GPP self-evaluation template.





			


			SFM eMBB - Channel Model A





			Scenario


			InH (4GHz)


			DU (4GHz)


			Rural(700MHz)





			Results


origin


			3GPP


			CEG


			3GPP


			CEG


			3GPP


			CEG





			Control Channel


SFM


(95%)


			2.80


			2.84


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			


			


			8.07


			6.95


			8.12


			6.97


			10.45


			8.45


			10.01


			8.24





			Data Channel


SFM (90%)


			O.91


			0.94


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			


			


			4.85


			4.03


			4.89


			4.04


			6.61


			5.13


			6.24


			4.86














			


			SFM  eMBB - Channel Model B





			Scenario


			InH (4GHz)


			DU (4GHz)


			Rural(700MHz)





			Results


origin


			3GPP


			CEG


			3GPP


			CEG


			3GPP


			CEG





			Control Channel


SFM


(95%)


			8.50


			8.49


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			


			


			8.07


			9.04


			8.12


			9.59


			10.45


			10


			10.01


			9.66





			Data Channel


SFM


(90%)


			5.20


			5.20


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			


			


			4.85


			5.60


			4.89


			5.99


			6.61


			6.30


			6.24


			5.92




















			


			SFM URLLC - Channel Model B





			Scenario


			UMa (700MHz)





			Results


origin


			3GPP


			CEG





			Control Channel


SFM


(95%)


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			8.11


			8.30


			8.12


			7.59





			Data Channel


SFM


(90%)


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			4.89


			5.10


			4.89


			4.50











			


			SFM URLLC - Channel Model A





			Scenario


			UMa (700MHz)





			Results


origin


			3GPP


			CEG





			Control Channel


SFM


(95%)


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			8.11


			7


			8.12


			7.28





			Data Channel


SFM


(90%)


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			4.89


			4.08


			4.89


			4.15




















			


			SFM mMTC - Channel Model A





			Scenario


			UMa NB-IoT (700MHz)


			UMa eMTC (700MHz)





			Results


origin


			3GPP


			CEG


			3GPP


			CEG





			Control Channel


SFM


(99%)


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I





			


			6.30


			10.26


			12.22


			6.24


			10.26


			12.32


			6.30


			10.26


			12.22


			6.24


			10.26


			12.32





			Data Channel


SFM


(99%)


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I





			


			6.30


			10.26


			12.22


			6.24


			10.26


			12.32


			6.30


			10.26


			12.22


			6.24


			10.26


			12.32






































			


			SFM mMTC - Channel Model B





			Scenario


			UMa NB-IoT (700MHz)


			UMa eMTC (700MHz)





			Results


origin


			3GPP


			CEG


			3GPP


			CEG





			Control Channel


SFM (99%)


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I





			


			6.3


			10.26


			17


			6.24


			10.26


			16.18


			6.3


			10.26


			17


			6.24


			10.26


			16.18





			Data Channel


SFM (99%)


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I





			


			6.3


			10.26


			17


			6.24


			10.26


			16.18


			6.3


			10.26


			17


			6.24


			10.26


			16.18




















Penetration Margin derivation





The penetration margin calculations were performed using the instructions and information from M.2412 for both Channel Model A and B. On the other hand, the car penetration part utilized a conducted study on LTE mobiles mounted on various car models that verified the values agreed on for NLOS eMBB scenarios.


Also, for mMTC scenarios the high loss equations for building penetration loss were used due to the 99% cell area coverage requirement which is considered to be the most conservative case.


The tables below detail and compare the derived penetration loss values for all scenarios with 3GPP derived values. All derived values are within a 1dB range or less.








			


			Penetration Margin eMBB - Channel Model A





			Scenario


			InH (4GHz)


			DU (4GHz)


			Rural(700MHz)





			Results


origin


			3GPP


			CEG


			3GPP


			CEG


			3GPP


			CEG





			Penetration


Margin


			0


			0


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			


			


			9


			26.25


			9


			26.25


			9


			12.5


			9


			12.5














			


			Penetration Margin eMBB - Channel Model B





			Scenario


			InH (4GHz)


			DU (4GHz)


			Rural(700MHz)





			Results


origin


			3GPP


			CEG


			3GPP


			CEG


			3GPP


			CEG





			Penetration


Margin


			0


			0


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			


			


			9


			17.98


			9


			17.98


			9


			11.90


			9


			11.96

















			


			Penetration Margin


 URLLC - Channel Model A





			Scenario


			UMa (700MHz)





			Results


origin


			3GPP


			CEG





			Penetration


Margin


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			9


			26.25


			9


			26.25








[bookmark: _GoBack]

















			


			Penetration Margin


 URLLC - Channel Model B





			Scenario


			UMa (700MHz)





			Results


origin


			3GPP


			CEG





			Penetration


Margin


			NLOS


			NLOS O-I


			NLOS


			NLOS O-I





			


			9


			14.41


			9


			14.46
































			


			Penetration Margin mMTC - Channel Model A





			Scenario


			UMa NB-IoT (700MHz)


			UMa eMTC (700MHz)





			Results


origin


			3GPP


			CEG


			3GPP


			CEG





			Penetration


Margin


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I





			


			0


			0


			26.25


			0


			0


			26.25


			0


			0


			26.25


			0


			0


			26.25

















			


			Penetration Margin mMTC - Channel Model B





			Scenario


			UMa NB-IoT (700MHz)


			UMa eMTC (700MHz)





			Results


origin


			3GPP


			CEG


			3GPP


			CEG





			Penetration


Margin


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I


			LOS


			NLOS


			NLOS O-I





			


			0


			0


			21.92


			0


			0


			22.01


			0


			0


			21.92


			0


			0


			22.01














SNR verification





SNR verification was done using link level simulations. The methodology used was based on maintaining the same spectrum efficiency from 3GPP self-evaluation templates and computing the equivalent channel overhead for each specified bandwidth. The number of antennas and all other RF characteristics was maintained to provide a correct verification of the proposed results.


The simulations verified that all suggested SNR values in the 3GPP link budget templates were within 1-2 dB margin from the simulated values, which is below the receiver implementation loss of 2 dB. For this reason, and acknowledging the simulators implementation margins, it is concluded that the proposed SNR values are correct.








=================================================================================













































InterDigital - link budget - template analysis - Channel Model A.xlsx

InH-eMBB (4GHz, NR DDDSU)


			Item			DL						UL


						NR PDSCH 
(NLOS)			NR PDCCH 
(30 kHz)
(NLOS)			NR PUSCH
(NLOS)			NR PUCCH
 (NLOS)


			System configuration


			Carrier frequency (GHz)			4			4			4			4


			BS antenna heights (m)			3			3			3			3


			UT antenna heights (m)			1.5			1.5			1.5			1.5


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95%			-			95%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90%			-			90%			-


			Transmission bit rate for control channel (bit/s)			-			128000			-			4000


			Transmission bit rate for data channel (bit/s)			13952028			-			1114560			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1%			-			1%


			Target packet error rate for the required SNR in item (19b) for data channel			10%			-			10%			-


			Spectral efficiency(2) (bit/s/Hz)			1.00			-			1.59			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS			NLOS


			UE speed (km/h)			3			3			3			3


			Feeder loss (dB)			3			3			3			3


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			32			32			2			2


			(1bis) Number of transmit antenna ports			2			2			2			2


			(2) Maximal transmit power per antenna (dBm)			9			9			20			20


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			24.05			24.05			23.01			23.01


			(4) Transmitter antenna gain (dBi)			5			5			0			0


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			12.04			12.04			0.00			0.00


			(6) Control channel power boosting gain (dB)			0			0			0			0


			(7) Data channel power loss due to pilot/control boosting (dB)			0			0			0			0


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3			3			1			1


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			38.09			38.09			22.01			22.01


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			38.09			38.09			22.01			22.01


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			4			4			32			32


			(10bis) Number of receive antenna ports			2			2			2			2


			(11) Receiver antenna gain (dBi)			0			0			5			5


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			3.01			3.01			12.04			12.04


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1			1			3			3


			(13) Receiver noise figure (dB)			7			7			5			5


			(14) Thermal noise density (dBm/Hz)			-174			-174			-174			-174


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-174			-			-174.9


			(15b) Receiver interference density for data channel (dBm/Hz) 			-174			-			-174.9			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-166.21			-			-168.01


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-166.21			-			-168.01			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			18360000			-			360000


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			18360000			-			2880000			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-93.57			-			-112.44


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-93.57			-			-103.41			-


			(19a) Required SNR for the control channel (dB) 			-			-7.95			-			-7.6


			(19b) Required SNR for the data channel (dB) 			5.2			-			11.8			-


			(20) Receiver implementation margin (dB)			2			2			2			2


			(21a) H-ARQ gain for control channel (dB)			-			0			-			0


			(21b) H-ARQ gain for data channel (dB)			0.5			-			0.5			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-99.52			-			-118.04


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-86.87			-			-90.11			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			140.62			-			157.09


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			127.97			-			129.16			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			4			4			4			4


			Penetration Loss std deviation (dB)(ii)


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			2.82			-			2.82


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			0.94			-			0.94			-


			(26) BS selection/macro-diversity gain (dB)			0			0			0			0


			(27) Penetration margin (dB)			0			0			0			0


			(28) Other gains (dB) (if any please specify)			0			0			0			0


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			136.80			-			151.27


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			126.03			-			125.22			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			412.83			-			891.19


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			232.83			-			223.02			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			535421.84			-			2495133.42


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			170308.57			-			156249.61			-








InH-eMBB (4GHz, NR DSUUD)


			Item			DL						UL


						NR PDSCH (NLOS)			NR PDCCH (NLOS)			NR PUSCH (NLOS)			NR PUCCH (NLOS)


			System configuration


			Carrier frequency (GHz)			4			4			4			4


			BS antenna heights (m)			3			3			3			3


			UT antenna heights (m)			1.5			1.5			1.5			1.5


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95%			-			95%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90%			-			90%			-


			Transmission bit rate for control channel (bit/s)			-			64000			-			4000


			Transmission bit rate for data channel (bit/s)			13952028			-			1114560			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1%			-			1%


			Target packet error rate for the required SNR in item (19b) for data channel			10%			-			10%			-


			Spectral efficiency(2) (bit/s/Hz)			1.35			-			1.78			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS			NLOS


			UE speed (km/h)			3			3			3			3


			Feeder loss (dB)			3			3			3			3


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			32			32			2			2


			(1bis) Number of  transmit antenna ports			2			2			2			2


			(2) Maximal transmit power per antenna (dBm)			9			9			20			20


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			24.05			24.05			23.01			23.01


			(4) Transmitter antenna gain (dBi)			5			5			0			0


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			12.04			12.04			0.00			0.00


			(6) Control channel power boosting gain (dB)			0			0			0			0


			(7) Data channel power loss due to pilot/control boosting (dB)			0			0			0			0


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3			3			1			1


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			38.09			38.09			22.01			22.01


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			38.09			38.09			22.01			22.01


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			4			4			32			32


			(10bis) Number of receive antenna ports			2			2			2			2


			(11) Receiver antenna gain (dBi)			0			0			5			5


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			3.01			3.01			12.04			12.04


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1			1			3			3


			(13) Receiver noise figure (dB)			7			7			5			5


			(14) Thermal noise density (dBm/Hz)			-174			-174			-174			-174


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-174			-			-174.9


			(15b) Receiver interference density for data channel (dBm/Hz) 			-174			-			-174.9			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-166.21			-			-168.01


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-166.21			-			-168.01			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			19080000			-			360000


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			18360000			-			1440000			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-93.40			-			-112.44


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-93.57			-			-106.42			-


			(19a) Required SNR for the control channel (dB) 			-			-5.1			-			-8


			(19b) Required SNR for the data channel (dB) 			6.3			-			14.24			-


			(20) Receiver implementation margin (dB)			2			2			2			2


			(21a) H-ARQ gain for control channel (dB)			-			0			-			0


			(21b) H-ARQ gain for data channel (dB)			0.5			-			0.5			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-96.50			-			-118.44


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-85.77			-			-90.68			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			137.61			-			157.49


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			126.87			-			129.73			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			4			4			4			4


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			2.82			-			2.82


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			0.94			-			0.94			-


			(26) BS selection/macro-diversity gain (dB)			0			0			0			0


			(27) Penetration margin (dB)			0			0			0			0


			(28) Other gains (dB) (if any please specify)			0			0			0			0


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			133.79			-			151.67


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			124.93			-			125.79			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			351.64			-			910.35


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			219.60			-			229.88			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			388454.45			-			2603571.59


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			151505.43			-			166020.13			-








DU-eMBB (4GHz, NR DDDSU)


			Item			DL												UL


						NR PDSCH 
(NLOS)			NR PDCCH 
(NLOS)			NR PDSCH
(NLOS O-to-I)			NR PDCCH 
(NLOS O-to-I)			NR PUSCH 
(NLOS)			NR PUCCH 
 (NLOS)			NR PUSCH 
(NLOS O-to-I)			NR PUCCH 
 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			4			4			4			4			4			4			4			4


			BS antenna heights (m)			25			25			25			25			25			25			25			25


			UT antenna heights (m)			1.5			1.5			1.5			1.5			1.5			1.5			1.5			1.5


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95%			-			95%			-			95%			-			95%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90%			-			90%			-			90%			-			90%			-


			Transmission bit rate for control channel (bit/s)			-			128000			-			128000			-			4000						4000


			Transmission bit rate for data channel (bit/s)			6744699			-			6744699			-			224640			-			224640			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1%			-			1%			-			1%			-			1%


			Target packet error rate for the required SNR in item (19b) for data channel			10%			-			10%			-			10%			-			10%			-


			Spectral efficiency(2) (bit/s/Hz)			0.49			-			0.49			-			0.64			-			0.64			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			30			30			3			3			30			30			3			3


			Feeder loss (dB)			3			3			3			3			3			3			3			3


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			128			128			128			128			2			2			2			2


			(1bis) Number of transmit antenna ports			2			2			2			2			2			2			2			2


			(2) Maximal transmit power per antenna (dBm)			23			23			23			23			20			20			20			20


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			44.07			44.07			44.07			44.07			23.01			23.01			23.01			23.01


			(4) Transmitter antenna gain (dBi)			8			8			8			8			0			0			0			0


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			18.06			18.06			18.06			18.06			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0			0			0			0			0			0			0			0


			(7) Data channel power loss due to pilot/control boosting (dB)			0			0			0			0			0			0			0			0


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3			3			3			3			1			1			1			1


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			67.13			67.13			67.13			67.13			22.01			22.01			22.01			22.01


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			67.13			67.13			67.13			67.13			22.01			22.01			22.01			22.01


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			4			4			4			4			128			128			128			128


			(10bis) Number of receive antenna ports			2			2			2			2			2			2			2			2


			(11) Receiver antenna gain (dBi)			0			0			0			0			8			8			8			8


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			3.01			3.01			3.01			3.01			18.06			18.06			18.06			18.06


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1			1			1			1			3			3			3			3


			(13) Receiver noise figure (dB)			7			7			7			7			5			5			5			5


			(14) Thermal noise density (dBm/Hz)			-174			-174			-174			-174			-174			-174			-174			-174


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.3			-			-169.3			-			-161.7			-			-161.7


			(15b) Receiver interference density for data channel (dBm/Hz) 			-169.3			-			-169.3			-			-165.7			-			-165.7			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-164.99			-			-160.96			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.99			-			-164.99			-			-164.03			-			-164.03			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			18360000			-			18360000			-			360000			-			360000


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			18360000			-			18360000			-			1440000			-			1440000			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-92.35			-			-92.35			-			-105.40			-			-105.40


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-92.35			-			-92.35			-			-102.45			-			-102.45			-


			(19a) Required SNR for the control channel (dB) 			-			-8.15			-			-8.41			-			-6.8			-			-6.8


			(19b) Required SNR for the data channel (dB) 			-0.9			-			-0.9			-			5.2			-			4.6			-


			(20) Receiver implementation margin (dB)			2			2			2			2			2			2			2			2


			(21a) H-ARQ gain for control channel (dB)			-			0			-			0			-			0			-			0


			(21b) H-ARQ gain for data channel (dB)			0.5			-			0.5			-			0.5			-			0.5			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-98.50			-			-98.76			-			-110.20			-			-110.20


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-91.75			-			-91.75			-			-95.75			-			-96.35			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			168.64			-			168.90			-			158.27			-			158.27


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			161.89			-			161.89			-			143.82			-			144.42			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			6			6			6			6			6			6			6			6


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			8.12			-			6.97			-			8.12			-			6.97


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			4.89			-			4.04			-			4.89			-			4.04			-


			(26) BS selection/macro-diversity gain (dB)			0			0			0			0			0			0			0			0


			(27) Penetration margin (dB)			9			9			26.25			26.25			9			9			26.25			26.25


			(28) Other gains (dB) (if any please specify)			0			0			0			0			0			0			0			0


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			150.52			-			134.68			-			138.15			-			122.05


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			147.00			-			130.60			-			126.93			-			111.13			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			1572.09			-			618.33			-			758.25			-			293.70


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			1277.68			-			486.23			-			391.63			-			154.40			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			7764355.72			-			1201138.36			-			1806259.67			-			270996.66


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			5128514.18			-			742719.28			-			481836.01			-			74891.69			-








DU-eMBB (4GHz, NR DSUUD)


			Item			DL												UL


						NR PDSCH (NLOS)			NR PDCCH (NLOS) 			NR PDSCH (NLOS O-to-I)			NR PDCCH (NLOS O-to-I) 			NR PUSCH (NLOS)			NR PUCCH (NLOS)			NR PUSCH (NLOS O-to-I)			NR PUCCH (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			4			4			4			4			4			4			4			4


			BS antenna heights (m)			25			25			25			25			25			25			25			25


			UT antenna heights (m)			1.5			1.5			1.5			1.5			1.5			1.5			1.5			1.5


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95%			-			95%			-			95%			-			95%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90%			-			90%			-			90%			-			90%			-


			Transmission bit rate for control channel (bit/s)			-			64000			-			64000			-			4000						4000


			Transmission bit rate for data channel (bit/s)			6744699			-			6744699			-			224640			-			224640			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1%			-			1%			-			1%			-			1%


			Target packet error rate for the required SNR in item (19b) for data channel			10%			-			10%			-			10%			-			10%			-


			Spectral efficiency(2) (bit/s/Hz)			0.65			-			0.65			-			0.36			-			0.36			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			30			30			3			3			30			30			3			3


			Feeder loss (dB)			3			3			3			3			3			3			3			3


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			256			256			256			256			2			2			2			2


			(1bis) Number of antenna ports			2			2			2			2			2			2			2			2


			(2) Maximal transmit power per antenna (dBm)			20			20			20			20			20			20			20			20


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			44.08			44.08			44.08			44.08			23.01			23.01			23.01			23.01


			(4) Transmitter antenna gain (dBi)			8			8			8			8			0			0			0			0


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			21.07			21.07			21.07			21.07			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0			0			0			0			0			0			0			0


			(7) Data channel power loss due to pilot/control boosting (dB)			0			0			0			0			0			0			0			0


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3			3			3			3			1			1			1			1


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			70.15			70.15			70.15			70.15			22.01			22.01			22.01			22.01


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			70.15			70.15			70.15			70.15			22.01			22.01			22.01			22.01


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			4			4			4			4			256			256			256			256


			(10bis) Number of receive antenna ports			2			2			2			2			2			2			2			2


			(11) Receiver antenna gain (dBi)			0			0			0			0			8			8			8			8


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			3.01			3.01			3.01			3.01			21.07			21.07			21.07			21.07


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1			1			1			1			3			3			3			3


			(13) Receiver noise figure (dB)			7			7			7			7			5			5			5			5


			(14) Thermal noise density (dBm/Hz)			-174			-174			-174			-174			-174			-174			-174			-174


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.3			-			-169.3			-			-161.7			-			-161.7


			(15b) Receiver interference density for data channel (dBm/Hz) 			-169.3			-			-169.3			-			-165.7			-			-165.7			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-164.99			-			-160.96			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.99			-			-164.99			-			-164.03			-			-164.03			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			19080000			-			19080000			-			360000			-			360000


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			18360000			-			18360000			-			1440000			-			1440000			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-92.18			-			-92.18			-			-105.40			-			-105.40


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-92.35			-			-92.35			-			-102.45			-			-102.45			-


			(19a) Required SNR for the control channel (dB) 			-			-5.33			-			-5.48			-			-6			-			-6.7


			(19b) Required SNR for the data channel (dB) 			0.4			-			0.3			-			1.7			-			1.26			-


			(20) Receiver implementation margin (dB)			2			2			2			2			2			2			2			2


			(21a) H-ARQ gain for control channel (dB)			-			0			-			0			-			0			-			0


			(21b) H-ARQ gain for data channel (dB)			0.5			-			0.5			-			0.5			-			0.5			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-95.51			-			-95.66			-			-109.40			-			-110.10


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-90.45			-			-90.55			-			-99.25			-			-99.69			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			168.68			-			168.83			-			160.48			-			161.18


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			163.62			-			163.72			-			150.33			-			150.77			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			6			6			6			6			6			6			6			6


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			8.12			-			6.97			-			8.12			-			6.97


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			4.89			-			4.04			-			4.89			-			4.04			-


			(26) BS selection/macro-diversity gain (dB)			0			0			0			0			0			0			0			0


			(27) Penetration margin (dB)			9			9			26.25			26.25			9			9			26.25			26.25


			(28) Other gains (dB) (if any please specify)			0			0			0			0			0			0			0			0


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			150.56			-			134.61			-			140.36			-			124.96


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			148.73			-			132.43			-			133.44			-			117.48			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			1575.20			-			615.55			-			863.70			-			348.63


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			1413.97			-			541.27			-			574.69			-			224.45			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			7795101.52			-			1190366.87			-			2343572.45			-			381838.95


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			6281052.75			-			920412.37			-			1037583.16			-			158259.68			-








Rural-eMBB (700MHz, NR FDD)


			Item			DL												UL


						NR PDSCH
 (NLOS)			NR PDCCH (NLOS)			NR PDSCH
 (NLOS O-to-I)			NR PDCCH  (NLOS O-to-I)			NR PUSCH
 (NLOS)			NR PUCCH
(NLOS)			NR PUSCH
 (NLOS O-to-I)			NR PUCCH
 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			35.00			35.00			35.00			35.00			35.00			35.00			35.00			35.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			0.95			-			0.95			-			0.95			-			0.95


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			0.90			-			0.90			-			0.90			-			0.90			-


			Transmission bit rate for control channel (bit/s)			-			64000.00			-			64000.00			-			2000.00			-			2000.00


			Transmission bit rate for data channel (bit/s)			5983200.00			-			5983200.00			-			561600.00			-			561600.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			0.01			-			0.01			-			0.01			-			0.01


			Target packet error rate for the required SNR in item (19b) for data channel			0.10			-			0.10			-			0.10			-			0.10			-


			Spectral efficiency(2) (bit/s/Hz)			0.64			-			0.64			-			0.78			-			0.78			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			120.00			120.00			3.00			3.00			120.00			120.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			64.00			64.00			64.00			64.00			1.00			1.00			1.00			1.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			1.00			1.00			1.00			1.00


			(2) Maximal transmit power per antenna (dBm)			28.00			28.00			28.00			28.00			23.00			23.00			23.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			46.06			46.06			46.06			46.06			23.00			23.00			23.00			23.00


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			15.05			15.05			15.05			15.05			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			1.00			1.00			1.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			66.11			66.11			66.11			66.11			22.00			22.00			22.00			22.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			66.11			66.11			66.11			66.11			22.00			22.00			22.00			22.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			2.00			2.00			2.00			2.00			64.00			64.00			64.00			64.00


			(10bis) Number of receive antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			0.00			0.00			0.00			0.00			15.05			15.05			15.05			15.05


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1.00			1.00			1.00			1.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.30			-			-169.30			-			-161.70			-			-161.70


			(15b) Receiver interference density for data channel (dBm/Hz) 			-169.30			-			-169.30			-			-165.70			-			-165.70			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-164.99			-			-160.96			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.99			-			-164.99			-			-164.03			-			-164.03			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			9360000.00			-			9360000.00			-			180000.00			-			180000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			9360000.00			-			9360000.00			-			720000.00			-			720000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-95.28			-			-95.28			-			-108.41			-			-108.41


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-95.28			-			-95.28			-			-105.46			-			-105.46			-


			(19a) Required SNR for the control channel (dB) 			-			-7.65			-			-7.65			-			-6.30			-			-6.30


			(19b) Required SNR for the data channel (dB) 			2.30			-			2.10			-			4.50			-			4.20			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-100.93			-			-100.93			-			-112.71			-			-112.71


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-91.48			-			-91.68			-			-99.46			-			-99.76			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			167.04			-			167.04			-			157.76			-			157.76


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			157.59			-			157.79			-			144.51			-			144.81			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			8.00			8.00			8.00			8.00			8.00			8.00			8.00			8.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			10.01			-			8.24			-			10.01			-			8.24


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			6.24			-			4.86			-			6.24			-			4.86			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			9.00			9.00			12.50			12.50			9.00			9.00			12.50			12.50


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			147.03			-			145.30			-			135.75			-			134.02


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			141.35			-			139.43			-			126.27			-			124.45			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			6193.15			-			5586.40			-			3161.33			-			2851.61


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			4414.57			-			3937.23			-			1797.23			-			1612.48			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			120496178.57			-			98042287.96			-			31397105.16			-			25546403.72


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			61224762.08			-			48700253.12			-			10147455.25			-			8168421.25			-








Rural-eMBB (700 MHz, NR DSUUD)


			Item			DL												UL


						NR PDSCH 
(NLOS)			NR PDCCH
(NLOS) 			NR PDSCH 
(NLOS O-to-I)			NR PDCCH
 (NLOS O-to-I) 			NR PUSCH 
(NLOS)			NR PUCCH
(NLOS)			NR PUSCH 
(NLOS O-to-I)			NR PUCCH
 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			35.00			35.00			35.00			35.00			35.00			35.00			35.00			35.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95.00%			-			95.00%			-			95.00%			-			95.00%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90.00%			-			90.00%			-			90.00%			-			90.00%			-


			Transmission bit rate for control channel (bit/s)			-			64000.00			-			64000.00			-			4000.00			-			4000.00


			Transmission bit rate for data channel (bit/s)			6744699.00			-			6744699.00			-			224640.00			-			224640.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1.00%			-			1.00%			-			1.00%			-			1.00%


			Target packet error rate for the required SNR in item (19b) for data channel			10.00%			-			10.00%			-			10.00%			-			10.00%			-


			Spectral efficiency(2) (bit/s/Hz)			0.65			-			0.65			-			0.36			-			0.36			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			120.00			120.00			3.00			3.00			120.00			120.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			64.00			64.00			64.00			64.00			1.00			1.00			1.00			1.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			1.00			1.00			1.00			1.00


			(2) Maximal transmit power per antenna (dBm)			31.00			31.00			31.00			31.00			23.00			23.00			23.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			49.06			49.06			49.06			49.06			23.00			23.00			23.00			23.00


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			15.05			15.05			15.05			15.05			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			1.00			1.00			1.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			69.11			69.11			69.11			69.11			22.00			22.00			22.00			22.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			69.11			69.11			69.11			69.11			22.00			22.00			22.00			22.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			2.00			2.00			2.00			2.00			64.00			64.00			64.00			64.00


			(10bis) Number of receive antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			0.00			0.00			0.00			0.00			15.05			15.05			15.05			15.05


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1.00			1.00			1.00			1.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.30			-			-169.30			-			-161.70			-			-161.70


			(15b) Receiver interference density for data channel (dBm/Hz) 			-169.30			-			-169.30			-			-165.70			-			-165.70			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-164.99			-			-160.96			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.99			-			-164.99			-			-164.03			-			-164.03			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			19080000.00			-			19080000.00			-			360000.00			-			360000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			18360000.00			-			18360000.00			-			1440000.00			-			1440000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-92.18			-			-92.18			-			-105.40			-			-105.40


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-92.35			-			-92.35			-			-102.45			-			-102.45			-


			(19a) Required SNR for the control channel (dB) 			-			-4.79			-			-4.78			-			-5.00			-			-7.50


			(19b) Required SNR for the data channel (dB) 			2.00			-			1.50			-			1.50			-			1.20			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-94.97			-			-94.96			-			-108.40			-			-110.90


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-88.85			-			-89.35			-			-99.45			-			-99.75			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			164.09			-			164.08			-			153.45			-			155.95


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			157.96			-			158.46			-			144.50			-			144.80			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			8.00			8.00			8.00			8.00			8.00			8.00			8.00			8.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			10.01			-			8.24			-			10.01			-			8.24


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			6.24			-			4.86			-			6.24			-			4.86			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			9.00			9.00			12.50			12.50			9.00			9.00			12.50			12.50


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			144.08			-			142.34			-			131.44			-			132.21


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			141.72			-			140.10			-			126.26			-			124.44			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			5193.67			-			4682.05			-			2445.12			-			2559.95


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			4514.09			-			4098.62			-			1796.13			-			1611.49			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			84742061.05			-			68868638.81			-			18782397.13			-			20587940.83


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			64016251.29			-			52774601.01			-			10135004.12			-			8158398.43			-








Rural-eMBB (700MHz, LTE FDD)


			Item			DL												UL


						LTE PDSCH
 (NLOS)			LTE PDCCH (NLOS)			LTE PDSCH
 (NLOS O-to-I)			LTE PDCCH  (NLOS O-to-I)			LTE PUSCH
 (NLOS)			LTE PUCCH
(NLOS)			LTE PUSCH
 (NLOS O-to-I)			LTE PUCCH
 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			35.00			35.00			35.00			35.00			35.00			35.00			35.00			35.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95.00%			-			95.00%			-			95.00%			-			95.00%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90.00%			-			90.00%			-			90.00%			-			90.00%			-


			Transmission bit rate for control channel (bit/s)			-			43000.00			-			43000.00			-			2000.00			-			2000.00


			Transmission bit rate for data channel (bit/s)			5983200.00			-			5983200.00			-			561600.00			-			561600.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1.00%			-			1.00%			-			1.00%			-			1.00%


			Target packet error rate for the required SNR in item (19b) for data channel			10.00%			-			10.00%			-			10.00%			-			10.00%			-


			Spectral efficiency(2) (bit/s/Hz)			0.66			-			0.66			-			0.78			-			0.78			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			120.00			120.00			3.00			3.00			120.00			120.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			64.00			64.00			64.00			64.00			1.00			1.00			1.00			1.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			1.00			1.00			1.00			1.00


			(2) Maximal transmit power per antenna (dBm)			28.00			28.00			28.00			28.00			23.00			23.00			23.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			46.06			46.06			46.06			46.06			23.00			23.00			23.00			23.00


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			15.05			13.80			15.05			13.80			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			1.00			1.00			1.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			66.11			64.86			66.11			64.86			22.00			22.00			22.00			22.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			66.11			64.86			66.11			64.86			22.00			22.00			22.00			22.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			2.00			2.00			2.00			2.00			64.00			64.00			64.00			64.00


			(10bis) Number of receive antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			0.00			0.00			0.00			0.00			15.05			15.05			15.05			15.05


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1.00			1.00			1.00			1.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.30			-			-169.30			-			-161.70			-			-161.70


			(15b) Receiver interference density for data channel (dBm/Hz) 			-169.30			-			-169.30			-			-165.70			-			-165.70			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-164.99			-			-160.96			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.99			-			-164.99			-			-164.03			-			-164.03			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			9000000.00			-			9000000.00			-			180000.00			-			180000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			9000000.00			-			9000000.00			-			720000.00			-			720000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-95.45			-			-95.45			-			-108.41			-			-108.41


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-95.45			-			-95.45			-			-105.46			-			-105.46			-


			(19a) Required SNR for the control channel (dB) 			-			-4.00			-			-5.30			-			-6.20			-			-6.30


			(19b) Required SNR for the data channel (dB) 			3.20			-			3.20			-			4.40			-			4.10			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-97.45			-			-98.75			-			-112.61			-			-112.71


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-90.75			-			-90.75			-			-99.56			-			-99.86			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			162.31			-			163.61			-			157.66			-			157.76


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			156.86			-			156.86			-			144.61			-			144.91			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			8.00			8.00			8.00			8.00			8.00			8.00			8.00			8.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			10.01			-			8.24			-			10.01			-			8.24


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			6.24			-			4.86			-			6.24			-			4.86			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			9.00			9.00			12.50			12.50			9.00			9.00			12.50			12.50


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			142.30			-			141.87			-			135.65			-			134.02


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			140.62			-			138.50			-			126.37			-			124.55			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			4671.83			-			4553.62			-			3142.54			-			2851.61


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			4226.70			-			3725.01			-			1807.97			-			1622.12			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			68568495.80			-			65142449.51			-			31025067.74			-			25546403.72


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			56124595.07			-			43591678.78			-			10269138.57			-			8266372.96			-








UMa_URLLC


						NLOS									NLOS O-to-I


			Item			UL			DL			DL			UL			UL			DL			DL			UL


						NR PUSCH (NLOS)			NR PDCCH (NLOS)			NR PDSCH (NLOS)			NR PUCCH (NLOS)			NR PUSCH (NLOS O-to-I)			NR PDCCH (NLOS O-to-I)			NR PDSCH (NLOS O-to-I)			NR PUCCH (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95.00%			-			95.00%			-			95.00%			-			95.00%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90.00%			-			90.00%			-			90.00%			-			90.00%			-


			Transmission bit rate for control channel (bit/s)			-						-						-						-


			Transmission bit rate for data channel (bit/s)			256000.00			-			256000.00			-			256000.00			-			256000.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			0.001%			-			0.001%			-			0.001%			-			0.001%


			Target packet error rate for the required SNR in item (19b) for data channel			0.001%			-			0.001%			-			0.001%			-			0.001%			-


			Spectral efficiency(2) (bit/s/Hz)			0.044			-			0.014			-			0.044			-			0.014			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			30.00			30.00			30.00			30.00			3.00			3.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			1.00			64.00			64.00			1.00			1.00			64.00			64.00			1.00


			(1bis) Number of transmit antenna ports			1.00			2.00			2.00			1.00			1.00			2.00			2.00			1.00


			(2) Maximal transmit power per antenna (dBm)			23.00			28.00			28.00			23.00			23.00			28.00			28.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			23.00			46.06			46.06			23.00			23.00			46.06			46.06			23.00


			(4) Transmitter antenna gain (dBi)			0.00			8.00			8.00			0.00			0.00			8.00			8.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			0.00			15.05			15.05			0.00			0.00			15.05			15.05			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			1.00			3.00			3.00			1.00			1.00			3.00			3.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			22.00			66.11			66.11			22.00			22.00			66.11			66.11			22.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			22.00			66.11			66.11			22.00			22.00			66.11			66.11			22.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			64.00			2.00			2.00			64.00			64.00			2.00			2.00			64.00


			(10bis) Number of  receive antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			8.00			0.00			0.00			8.00			8.00			0.00			0.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			15.05			0.00			0.00			15.05			15.05			0.00			0.00			15.05


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			3.00			1.00			1.00			3.00			3.00			1.00			1.00			3.00


			(13) Receiver noise figure (dB)			5.00			7.00			7.00			5.00			5.00			7.00			7.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.30			-			-161.70			-			-169.30			-			-161.70


			(15b) Receiver interference density for data channel (dBm/Hz) 			-165.70			-			-169.30			-			-165.70			-			-169.30			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-160.96			-			-164.99			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.03			-			-164.99			-			-164.03			-			-164.99			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			18360000.00			-			360000.00			-			18360000.00			-			360000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			5760000.00			-			18360000.00			-			5760000.00			-			18360000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-92.35			-			-105.40			-			-92.35			-			-105.40


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-96.43			-			-92.35			-			-96.43			-			-92.35			-


			(19a) Required SNR for the control channel (dB) 			-			-2.87			-			4.20			-			-3.00			-			4.20


			(19b) Required SNR for the data channel (dB) 			-2.20			-			-4.00			-			-1.30			-			-3.90			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-93.22			-			-99.20			-			-93.35			-			-99.20


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-97.13			-			-94.85			-			-96.23			-			-94.75			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			159.33			-			144.25			-			159.46			-			144.25


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			142.18			-			160.96			-			141.28			-			160.86			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			6.00			6.00			6.00			6.00			6.00			6.00			6.00			6.00


			Penetration Loss std deviation (dB)(ii)


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			8.12			-			8.12			-			7.28			-			7.28


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			4.89			-			4.89			-			4.15			-			4.15			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			9.00			9.00			9.00			9.00			26.25			26.25			26.25			26.25


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			141.21			-			124.13			-			124.93			-			107.72


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			125.29			-			146.07			-			107.88			-			129.46			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			2216.11			-			809.91			-			849.33			-			308.03


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			867.39			-			2950.75			-			311.02			-			1109.11			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			15428866.74			-			2060722.47			-			2266247.87			-			298085.57


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			2363613.85			-			27353566.83			-			303898.99			-			3864574.38			-








UMA-mMTC(NB-IoT)


			Item												DL																		UL


						NPDSCH
(LOS)			NPDCCH (LOS)			NPDSCH (NLOS)			NPDCCH (NLOS)			NPDSCH (NLOS O-to-I)			NPDCCH (NLOS O-to-I)			NPUSCH format 1 (LOS)			PUSCH format2  (LOS)			NPUSCH format 1 (NLOS)			PUSCH format2  (NLOS)			NPUSCH format 1 (NLOS O-to-I)			PUSCH format2 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-


			Transmission bit rate for control channel (bit/s)			-			89.00			-			44.00			-			44.00						15.00						15.00						15.00


			Transmission bit rate for data channel (bit/s)			360.00			-			180.00			-			180.00			-			180.00			-			180.00			-			180.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			0.01			-			0.01			-			0.01			-			0.01			-			0.01			-			0.01


			Target packet error rate for the required SNR in item (19b) for data channel			10.00%			-			10.00%			-			10.00%			-			10.00%			-			10.00%			-			10.00%			-


			Spectral efficiency(2) (bit/s/Hz)			0.20%			-			0.10%			-			0.10%			-			1.20%			-			1.20%			-			1.20%			-


			Pathloss model(3) (select from LoS or NLoS)			LOS			LOS			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			LOS			LOS			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0) NOTE1			16.00			16.00			16.00			16.00			16.00			16.00			1.00			1.00			1.00			1.00			1.00			1.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			23.00			23.00			23.00			23.00			23.00			23.00


			(2) Maximal transmit power per antenna (dBm)			23.00			23.00			23.00			23.00			23.00			23.00			23.00			23.00			23.00			23.00			23.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0) NOTE2			35.04			35.04			35.04			35.04			35.04			35.04			23.00			23.00			23.00			23.00			23.00			23.00


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			9.03			9.03			9.03			9.03			9.03			9.03			0.00			0.00			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			3.00			3.00			0.00			0.00			0.00			0.00			0.00			0.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			49.07			49.07			49.07			49.07			49.07			49.07			23.00			23.00			23.00			23.00			23.00			23.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			49.07			49.07			49.07			49.07			49.07			49.07			23.00			23.00			23.00			23.00			23.00			23.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			1.00			1.00			1.00			1.00			1.00			1.00			32.00			32.00			32.00			32.00			32.00			32.00


			(10bis) Number of receive antenna ports			1.00			1.00			1.00			1.00			1.00			1.00			4.00			4.00			4.00			4.00			4.00			4.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			0.00			0.00			0.00			0.00			0.00			0.00			9.03			9.03			9.03			9.03			9.03			9.03


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			0.00			0.00			0.00			0.00			0.00			0.00			3.00			3.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00


			(15b) Receiver interference density for data channel (dBm/Hz) 			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-166.59			-			-166.59			-			-166.59			-			-168.36			-			-168.36			-			-168.36


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-166.59			-			-166.59			-			-166.59			-			-168.36			-			-168.36			-			-168.36			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			180000.00			-			180000.00			-			180000.00			-			15000.00			-			15000.00			-			15000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			180000.00			-			180000.00			-			180000.00			-			15000.00			-			15000.00			-			15000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-114.03			-			-114.03			-			-114.03			-			-126.60			-			-126.60			-			-126.60


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-114.03			-			-114.03			-			-114.03			-			-126.60			-			-126.60			-			-126.60			-


			(19a) Required SNR for the control channel (dB) 			-			-17.20			-			-16.70			-			-16.70			-			-17.90			-			-16.00			-			-16.00


			(19b) Required SNR for the data channel (dB) 			-16.90			-			-17.70			-			-17.70			-			-17.60			-			-16.60			-			-16.60			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-129.23			-			-128.73			-			-128.73			-			-142.50			-			-140.60			-			-140.60


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-128.93			-			-129.73			-			-129.73			-			-142.20			-			-141.20			-			-141.20			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			178.31			-			177.81			-			177.81			-			182.53			-			180.63			-			180.63


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			178.01			-			178.81			-			178.81			-			182.23			-			181.23			-			181.23			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			4.00			4.00			6.00			6.00			6.00			6.00			4.00			4.00			6.00			6.00			6.00			6.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			6.24			-			10.26			-			12.32			-			6.30			-			10.26			-			12.32


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			6.24			-			10.26			-			12.32			-			6.30			-			10.26			-			12.32			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			0.00			0.00			0.00			0.00			26.25			26.25			0.00			0.00			0.00			0.00			26.25			26.25


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			172.07			-			167.55			-			139.24			-			173.23			-			167.37			-			139.06


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			171.77			-			168.55			-			140.24			-			172.93			-			167.97			-			139.66			-


			Range/coverage efficiency calculation





			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			40313.00			-			10453.70			-			1972.18			-			43110.76			-			10346.86			-			1952.02


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			39622.80			-			11088.04			-			2091.87			-			42372.65			-			10719.13			-			2022.27			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			5105522628.62			-			343313046.31			-			12219252.14			-			5838767488.89			-			336331402.44			-			11970726.34


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			4932194564.18			-			386241791.40			-			13747388.03			-			5640546405.96			-			360968078.73			-			12847718.88			-


			NOTE1: The term "antenna" is understood as antenna elements.


			NOTE2: In-band mode is assumed for NB-IoT, which results in 35dBm transmission power.











UMA-mMTC(eMTC)


			Item												DL																		UL


						NPDSCH
(LOS)			NPDCCH (LOS)			NPDSCH (NLOS)			NPDCCH (NLOS)			NPDSCH (NLOS O-to-I)			NPDCCH (NLOS O-to-I)			NPUSCH format 1 (LOS)			PUSCH format2  (LOS)			NPUSCH format 1 (NLOS)			PUSCH format2  (NLOS)			NPUSCH format 1 (NLOS O-to-I)			PUSCH format2 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-


			Transmission bit rate for control channel (bit/s)			-			70.00			-			70.00			-			70.00						62.00						15.00						15.00


			Transmission bit rate for data channel (bit/s)			183.00			-			183.00			-			183.00			-			457.00			-			320.00			-			320.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			0.01			-			0.01			-			0.01			-			0.01			-			0.01			-			0.01


			Target packet error rate for the required SNR in item (19b) for data channel			10.00%			-			10.00%			-			10.00%			-			10.00%			-			10.00%			-			10.00%			-


			Spectral efficiency(2) (bit/s/Hz)			0.02%			-			0.02%			-			0.02%			-			0.25%			-			0.18%			-			0.18%			-


			Pathloss model(3) (select from LoS or NLoS)			LOS			LOS			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			LOS			LOS			LOS			LOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0) NOTE1			16.00			16.00			16.00			16.00			16.00			16.00			1.00			1.00			1.00			1.00			1.00			1.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			23.00			23.00			23.00			23.00			23.00			23.00


			(2) Maximal transmit power per antenna (dBm)			24.76			24.76			24.76			24.76			24.76			24.76			23.00			23.00			23.00			23.00			23.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0) NOTE2			36.80			36.80			36.80			36.80			36.80			36.80			23.00			23.00			23.00			23.00			23.00			23.00


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			9.03			9.03			9.03			9.03			9.03			9.03			0.00			0.00			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			3.00			3.00			0.00			0.00			0.00			0.00			0.00			0.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			50.83			50.83			50.83			50.83			50.83			50.83			23.00			23.00			23.00			23.00			23.00			23.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			50.83			50.83			50.83			50.83			50.83			50.83			23.00			23.00			23.00			23.00			23.00			23.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			1.00			1.00			1.00			1.00			1.00			1.00			32.00			32.00			32.00			32.00			32.00			32.00


			(10bis) Number of receive antenna ports			1.00			1.00			1.00			1.00			1.00			1.00			4.00			4.00			4.00			4.00			4.00			4.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			0.00			0.00			0.00			0.00			0.00			0.00			9.03			9.03			9.03			9.03			9.03			9.03


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			0.00			0.00			0.00			0.00			0.00			0.00			3.00			3.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00


			(15b) Receiver interference density for data channel (dBm/Hz) 			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-166.59			-			-166.59			-			-166.59			-			-168.36			-			-168.36			-			-168.36


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-166.59			-			-166.59			-			-166.59			-			-168.36			-			-168.36			-			-168.36			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			1080000.00			-			1080000.00			-			1080000.00			-			180000.00			-			180000.00			-			180000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			1080000.00			-			1080000.00			-			1080000.00			-			180000.00			-			180000.00			-			180000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-106.25			-			-106.25			-			-106.25			-			-115.81			-			-115.81			-			-115.81


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-106.25			-			-106.25			-			-106.25			-			-115.81			-			-115.81			-			-115.81			-


			(19a) Required SNR for the control channel (dB) 			-			-21.00			-			-20.80			-			-20.80			-			-25.60			-			-26.00			-			-26.00


			(19b) Required SNR for the data channel (dB) 			-24.10			-			-21.90			-			-21.90			-			-24.60			-			-24.60			-			-24.60			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-125.25			-			-125.05			-			-125.05			-			-139.41			-			-139.81			-			-139.81


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-128.35			-			-126.15			-			-126.15			-			-138.41			-			-138.41			-			-138.41			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			176.08			-			175.88			-			175.88			-			179.44			-			179.84			-			179.84


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			179.18			-			176.98			-			176.98			-			178.44			-			178.44			-			178.44			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			4.00			4.00			6.00			6.00			6.00			6.00			4.00			4.00			6.00			6.00			6.00			6.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			6.24			-			10.26			-			12.32			-			6.24			-			10.26			-			12.32


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			6.24			-			10.26			-			12.32			-			6.24			-			10.26			-			12.32			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			0.00			0.00			0.00			0.00			26.25			26.25			0.00			0.00			0.00			0.00			26.25			26.25


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			s			169.84			-			165.62			-			137.31			-			170.20			-			166.58			-			138.27


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			172.94			-			166.72			-			138.41			-			169.20			-			165.18			-			136.87			-


			Range/coverage efficiency calculation





			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			35473.77			-			9334.89			-			1761.08			-			36206.81			-			9875.31			-			1863.05


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			42404.05			-			9959.84			-			1879.00			-			34181.44			-			9093.53			-			1715.54			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			3953343372.86			-			273759016.05			-			9743335.13			-			4118418766.73			-			306373484.47			-			10904313.39


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			5648909205.51			-			311640827.07			-			11091815.15			-			s			-			259785279.83			-			9245911.60			-


			NOTE1: The term "antenna" is understood as antenna elements.


			NOTE2: In-band mode is assumed for NB-IoT, which results in 35dBm transmission power.















InterDigital - link budget - template analysis - Channel Model B.xlsx

InH-eMBB (4GHz, NR DDDSU)


			Item			DL						UL


						NR PDSCH (NLOS)			NR PDCCH (NLOS)			NR PUSCH (NLOS)			NR PUCCH (NLOS)


			System configuration


			Carrier frequency (GHz)			4.00			4.00			4.00			4.00


			BS antenna heights (m)			3.00			3.00			3.00			3.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			0.95			-			0.95


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			0.90			-			0.90			-


			Transmission bit rate for control channel (bit/s)			-			128000			-			4000


			Transmission bit rate for data channel (bit/s)			13952028			-			1114560			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1.00%			-			1.00%


			Target packet error rate for the required SNR in item (19b) for data channel			10.00%			-			10.00%			-


			Spectral efficiency(2) (bit/s/Hz)			1.00			-			1.59			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS			NLOS


			UE speed (km/h)			3.00			3.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			32.00			32.00			2.00			2.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00


			(2) Maximal transmit power per antenna (dBm)			9.00			9.00			20.00			20.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			24.05			24.05			23.01			23.01


			(4) Transmitter antenna gain (dBi)			5.00			5.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			12.04			12.04			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			1.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			38.09			38.09			22.01			22.01


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			38.09			38.09			22.01			22.01


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			4.00			4.00			32.00			32.00


			(10bis) Number of  receive antenna ports			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			5.00			5.00


			(11bis) Receiver array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, etc.) (dB)			3.01			3.01			12.04			12.04


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1.00			1.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-174.00			-			-174.90


			(15b) Receiver interference density for data channel (dBm/Hz) 			-174.00			-			-174.90			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-166.21			-			-168.01


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-166.21			-			-168.01			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			18360000			-			360000


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			18360000			-			2880000			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-93.57			-			-112.44


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-93.57			-			-103.41			-


			(19a) Required SNR for the control channel (dB) 			-			-7.95			-			-7.60


			(19b) Required SNR for the data channel (dB) 			5.20			-			11.80			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-99.52			-			-118.04


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-86.87			-			-90.11			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			140.62			-			157.09


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			127.97			-			129.16			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			8.03			8.03			8.03			8.03


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			8.49			-			8.49


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			5.20			-			5.20			-


			(26) BS selection/macro-diversity gain (dB)


			(27) Penetration margin (dB)			0.00			0.00			0.00			0.00


			(28) Other gains (dB) (if any please specify)


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			131.13			-			145.60


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			121.77			-			120.96			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			380.85			-			909.04


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			216.95			-			206.64			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			455677.98			-			2596055.17


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			147871.75			-			134147.58			-








InH-eMBB (4GHz, NR DSUUD)


			Item			DL						UL


						NR PDSCH (NLOS)			NR PDCCH (NLOS) 			NR PUSCH (NLOS)			NR PUCCH (NLOS)


			System configuration


			Carrier frequency (GHz)			4.00			4.00			4.00			4.00


			BS antenna heights (m)			3.00			3.00			3.00			3.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95%			-			95%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90%			-			90%			-


			Transmission bit rate for control channel (bit/s)			-			64000			-			4000


			Transmission bit rate for data channel (bit/s)			13952028			-			1114560			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1%			-			1%


			Target packet error rate for the required SNR in item (19b) for data channel			10%			-			10%			-


			Spectral efficiency(2) (bit/s/Hz)			1.35			-			1.78			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS			NLOS


			UE speed (km/h)			3.00			3.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			32.00			32.00			2.00			2.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00


			(2) Maximal transmit power per antenna (dBm)			9.00			9.00			20.00			20.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			24.05			24.05			23.01			23.01


			(4) Transmitter antenna gain (dBi)			5.00			5.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			12.04			12.04			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			1.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			38.09			38.09			22.01			22.01


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			38.09			38.09			22.01			22.01


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			4.00			4.00			32.00			32.00


			(10bis) Number of receive antenna ports			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			5.00			5.00


			(11bis) Receiver array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, etc.) (dB)			3.01			3.01			12.04			12.04


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1.00			1.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-174.00			-			-174.90


			(15b) Receiver interference density for data channel (dBm/Hz) 			-174.00			-			-174.90			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-166.21			-			-168.01


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-166.21			-			-168.01			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			19080000			-			360000


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			18360000			-			1440000			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-93.40			-			-112.44


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-93.57			-			-106.42			-


			(19a) Required SNR for the control channel (dB) 			-			-5.10			-			-8.00


			(19b) Required SNR for the data channel (dB) 			6.30			-			14.24			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-96.50			-			-118.44


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-85.77			-			-90.68			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			137.61			-			157.49


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			126.87			-			129.73			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			8.03			8.03			8.03			8.03


			Penetration Loss std deviation (dB)(ii)


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			8.49			-			8.49


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			5.20			-			5.20			-


			(26) BS selection/macro-diversity gain (dB)


			(27) Penetration margin (dB)			0.00			0.00			0.00			0.00


			(28) Other gains (dB) (if any please specify)


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			128.12			-			146.00


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			120.67			-			121.53			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			317.67			-			931.16


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			203.07			-			213.85			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			317036.58			-			2723965.78


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			129551.95			-			143669.15			-








DU-eMBB (4GHz, NR DDDSU)


			Item			DL												UL


						NR PDSCH (NLOS)			NR PDCCH (NLOS)			NR PDSCH (NLOS O-to-I)			NR PDCCH (NLOS O-to-I)			NR PUSCH (NLOS)			NR PUCCH (NLOS)			NR PUSCH (NLOS O-to-I)			NR PUCCH (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			4.00			4.00			4.00			4.00			4.00			4.00			4.00			4.00


			BS antenna heights (m)			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95%			-			95%			-			95%			-			95%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90%			-			90%			-			90%			-			90%			-


			Transmission bit rate for control channel (bit/s)			-			128000			-			128000			-			4000						4000


			Transmission bit rate for data channel (bit/s)			6744699			-			6744699			-			224640			-			224640			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1%			-			1%			-			1%			-			1%


			Target packet error rate for the required SNR in item (19b) for data channel			10%			-			10%			-			10%			-			10%			-


			Spectral efficiency(2) (bit/s/Hz)			0.49			-			0.49			-			0.64			-			0.64			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			30			30			3			3			30			30			3			3


			Feeder loss (dB)			3			3			3			3			3			3			3			3


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			128.00			128.00			128.00			128.00			2.00			2.00			2.00			2.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(2) Maximal transmit power per antenna (dBm)			23.00			23.00			23.00			23.00			20.00			20.00			20.00			20.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			44.07			44.07			44.07			44.07			23.01			23.01			23.01			23.01


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			18.06			18.06			18.06			18.06			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			1.00			1.00			1.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			67.13			67.13			67.13			67.13			22.01			22.01			22.01			22.01


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			67.13			67.13			67.13			67.13			22.01			22.01			22.01			22.01


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			4.00			4.00			4.00			4.00			128.00			128.00			128.00			128.00


			(10bis) Number of receive ports			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, etc.) (dB)			3.01			3.01			3.01			3.01			18.06			18.06			18.06			18.06


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1.00			1.00			1.00			1.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.30			-			-169.30			-			-161.70			-			-161.70


			(15b) Receiver interference density for data channel (dBm/Hz) 			-169.30			-			-169.30			-			-165.70			-			-165.70			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-164.99			-			-160.96			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.99			-			-164.99			-			-164.03			-			-164.03			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			18360000			-			18360000			-			360000			-			360000


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			18360000			-			18360000			-			1440000			-			1440000			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-92.35			-			-92.35			-			-105.40			-			-105.40


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-92.35			-			-92.35			-			-102.45			-			-102.45			-


			(19a) Required SNR for the control channel (dB) 			-			-8.15			-			-8.41			-			-6.80			-			-6.80


			(19b) Required SNR for the data channel (dB) 			-0.90			-			-0.90			-			5.20			-			4.60			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-98.50			-			-98.76			-			-110.20			-			-110.20


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-91.75			-			-91.75			-			-95.75			-			-96.35			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			168.64			-			168.90			-			158.27			-			158.27


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			161.89			-			161.89			-			143.82			-			144.42			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			6.00			6.00			6.00			6.00			6.00			6.00			6.00			6.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			8.12			-			9.59			-			8.12			-			9.59


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			4.89			-			5.99			-			4.89			-			5.99			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			9.00			9.00			19.78			19.78			9.00			9.00			19.78			19.78


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			150.52			-			138.53			-			138.15			-			125.90


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			147.00			-			135.12			-			126.93			-			115.65			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			1574.42			-			776.81			-			759.29			-			368.93


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			1279.52			-			635.41			-			392.12			-			201.73			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			7787363.80			-			1895733.84			-			1811180.50			-			427604.82


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			5143362.91			-			1268421.35			-			483044.37			-			127852.62			-








DU-eMBB (4GHz, NR DSUUD)


			Item			DL												UL


						NR PDSCH (NLOS)			NR PDCCH (NLOS)			NR PDSCH (NLOS O-to-I)			NR PDCCH (NLOS O-to-I)			NR PUSCH (NLOS)			NR PUCCH (NLOS)			NR PUSCH (NLOS O-to-I)			NR PUCCH (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			4.00			4.00			4.00			4.00			4.00			4.00			4.00			4.00


			BS antenna heights (m)			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95%			-			95%			-			95%			-			95%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90%			-			90%			-			90%			-			90%			-


			Transmission bit rate for control channel (bit/s)			-			64000			-			64000			-			4000						4000


			Transmission bit rate for data channel (bit/s)			6744699			-			6744699			-			224640			-			224640			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1%			-			1%			-			1%			-			1%


			Target packet error rate for the required SNR in item (19b) for data channel			10%			-			10%			-			10%			-			10%			-


			Spectral efficiency(2) (bit/s/Hz)			0.65			-			0.65			-			0.36			-			0.36			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			30			30			3			3			30			30			3			3


			Feeder loss (dB)			3			3			3			3			3			3			3			3


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			256			256			256			256			2			2			2			2


			(1bis) Number of transmit antennas			2			2			2			2			2			2			2			2


			(2) Maximal transmit power per antenna (dBm)			20.00			20.00			20.00			20.00			20.00			20.00			20.00			20.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			44.08			44.08			44.08			44.08			23.01			23.01			23.01			23.01


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			21.07			21.07			21.07			21.07			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			1.00			1.00			1.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			70.15			70.15			70.15			70.15			22.01			22.01			22.01			22.01


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			70.15			70.15			70.15			70.15			22.01			22.01			22.01			22.01


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			4.00			4.00			4.00			4.00			256.00			256.00			256.00			256.00


			(10bis) Number of receive antennas			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, etc.) (dB)			3.01			3.01			3.01			3.01			21.07			21.07			21.07			21.07


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1.00			1.00			1.00			1.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.30			-			-169.30			-			-161.70			-			-161.70


			(15b) Receiver interference density for data channel (dBm/Hz) 			-169.30			-			-169.30			-			-165.70			-			-165.70			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-164.99			-			-160.96			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.99			-			-164.99			-			-164.03			-			-164.03			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			19080000			-			19080000			-			360000			-			360000


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			18360000			-			18360000			-			1440000			-			1440000			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-92.18			-			-92.18			-			-105.40			-			-105.40


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-92.35			-			-92.35			-			-102.45			-			-102.45			-


			(19a) Required SNR for the control channel (dB) 			-			-5.33			-			-5.48			-			-5.60			-			-6.70


			(19b) Required SNR for the data channel (dB) 			0.40			-			0.30			-			1.70			-			1.60			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-95.51			-			-95.66			-			-109.00			-			-110.10


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-90.45			-			-90.55			-			-99.25			-			-99.35			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			168.68			-			168.83			-			160.08			-			161.18


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			163.62			-			163.72			-			150.33			-			150.43			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			6.00			6.00			6.00			6.00			6.00			6.00			6.00			6.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			8.12			-			9.59			-			8.12			-			9.59


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			4.89			-			5.99			-			4.89			-			5.99			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			9.00			9.00			19.78			19.78			9.00			9.00			19.78			19.78


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			150.56			-			138.46			-			139.96			-			128.81


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			148.73			-			136.95			-			133.44			-			121.66			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			1577.53			-			773.32			-			844.75			-			437.94


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			1416.04			-			707.36			-			575.45			-			287.46			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			7818205.75			-			1878730.63			-			2241855.34			-			602536.31


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			6299447.13			-			1571942.00			-			1040315.63			-			259596.72			-








Rural-eMBB (700MHz, NR FDD) 


			Item			DL												UL


						NR PDSCH
 (NLOS)			NR PDCCH (NLOS)			NR PDSCH
 (NLOS O-to-I)			NR PDCCH  (NLOS O-to-I)			NR PUSCH
 (NLOS)			NR PUCCH
(NLOS)			NR PUSCH
 (NLOS O-to-I)			NR PUCCH
 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			35.00			35.00			35.00			35.00			35.00			35.00			35.00			35.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			0.95			-			0.95			-			0.95			-			0.95


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			0.90			-			0.90			-			0.90			-			0.90			-


			Transmission bit rate for control channel (bit/s)			-			64000.00			-			64000.00			-			2000.00			-			2000.00


			Transmission bit rate for data channel (bit/s)			5983200.00			-			5983200.00			-			561600.00			-			561600.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			0.01			-			0.01			-			0.01			-			0.01


			Target packet error rate for the required SNR in item (19b) for data channel			0.10			-			0.10			-			0.10			-			0.10			-


			Spectral efficiency(2) (bit/s/Hz)			0.64			-			0.64			-			0.78			-			0.78			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			120.00			120.00			3.00			3.00			120.00			120.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			64.00			64.00			64.00			64.00			1.00			1.00			1.00			1.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			1.00			1.00			1.00			1.00


			(2) Maximal transmit power per antenna (dBm)			28.00			28.00			28.00			28.00			23.00			23.00			23.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			46.06			46.06			46.06			46.06			23.00			23.00			23.00			23.00


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			15.05			15.05			15.05			15.05			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			1.00			1.00			1.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			66.11			66.11			66.11			66.11			22.00			22.00			22.00			22.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			66.11			66.11			66.11			66.11			22.00			22.00			22.00			22.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			2.00			2.00			2.00			2.00			64.00			64.00			64.00			64.00


			(10bis) Number of receive antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			0.00			0.00			0.00			0.00			15.05			15.05			15.05			15.05


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1.00			1.00			1.00			1.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.30			-			-169.30			-			-161.70			-			-161.70


			(15b) Receiver interference density for data channel (dBm/Hz) 			-169.30			-			-169.30			-			-165.70			-			-165.70			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-164.99			-			-160.96			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.99			-			-164.99			-			-164.03			-			-164.03			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			9360000.00			-			9360000.00			-			180000.00			-			180000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			9360000.00			-			9360000.00			-			720000.00			-			720000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-95.28			-			-95.28			-			-108.41			-			-108.41


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-95.28			-			-95.28			-			-105.46			-			-105.46			-


			(19a) Required SNR for the control channel (dB) 			-			-7.65			-			-7.65			-			-6.30			-			-6.30


			(19b) Required SNR for the data channel (dB) 			2.30			-			2.10			-			4.50			-			4.20			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-100.93			-			-100.93			-			-112.71			-			-112.71


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-91.48			-			-91.68			-			-99.46			-			-99.76			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			167.04			-			167.04			-			157.76			-			157.76


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			157.59			-			157.79			-			144.51			-			144.81			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			8.00			8.00			8.00			8.00			8.00			8.00			8.00			8.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			10.01			-			9.66			-			10.01			-			9.66


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			6.24			-			5.92			-			6.24			-			5.92			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			9.00			9.00			11.96			11.96			9.00			9.00			11.96			11.96


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			147.03			-			144.42			-			135.75			-			133.14


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			141.35			-			138.91			-			126.27			-			123.93			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			6193.15			-			5300.95			-			3161.33			-			2705.90


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			4414.57			-			3817.08			-			1797.23			-			1563.27			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			120496178.57			-			88278915.46			-			31397105.16			-			23002409.08


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			61224762.08			-			45773223.60			-			10147455.25			-			7677474.93			-








Rural-eMBB (700 MHz, NR DSUUD)


			Item			DL												UL


						NR PDSCH 
(NLOS)			NR PDCCH
(NLOS) 			NR PDSCH 
(NLOS O-to-I)			NR PDCCH
 (NLOS O-to-I) 			NR PUSCH 
(NLOS)			NR PUCCH
(NLOS)			NR PUSCH 
(NLOS O-to-I)			NR PUCCH
 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			35.00			35.00			35.00			35.00			35.00			35.00			35.00			35.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95.00%			-			95.00%			-			95.00%			-			95.00%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90.00%			-			90.00%			-			90.00%			-			90.00%			-


			Transmission bit rate for control channel (bit/s)			-			64000.00			-			64000.00			-			4000.00			-			4000.00


			Transmission bit rate for data channel (bit/s)			6744699.00			-			6744699.00			-			224640.00			-			224640.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1.00%			-			1.00%			-			1.00%			-			1.00%


			Target packet error rate for the required SNR in item (19b) for data channel			10.00%			-			10.00%			-			10.00%			-			10.00%			-


			Spectral efficiency(2) (bit/s/Hz)			0.65			-			0.65			-			0.36			-			0.36			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			120.00			120.00			3.00			3.00			120.00			120.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			64.00			64.00			64.00			64.00			1.00			1.00			1.00			1.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			1.00			1.00			1.00			1.00


			(2) Maximal transmit power per antenna (dBm)			31.00			31.00			31.00			31.00			23.00			23.00			23.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			49.06			49.06			49.06			49.06			23.00			23.00			23.00			23.00


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			15.05			15.05			15.05			15.05			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			1.00			1.00			1.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			69.11			69.11			69.11			69.11			22.00			22.00			22.00			22.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			69.11			69.11			69.11			69.11			22.00			22.00			22.00			22.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			2.00			2.00			2.00			2.00			64.00			64.00			64.00			64.00


			(10bis) Number of receive antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			0.00			0.00			0.00			0.00			15.05			15.05			15.05			15.05


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1.00			1.00			1.00			1.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.30			-			-169.30			-			-161.70			-			-161.70


			(15b) Receiver interference density for data channel (dBm/Hz) 			-169.30			-			-169.30			-			-165.70			-			-165.70			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-164.99			-			-160.96			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.99			-			-164.99			-			-164.03			-			-164.03			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			19080000.00			-			19080000.00			-			360000.00			-			360000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			18360000.00			-			18360000.00			-			1440000.00			-			1440000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-92.18			-			-92.18			-			-105.40			-			-105.40


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-92.35			-			-92.35			-			-102.45			-			-102.45			-


			(19a) Required SNR for the control channel (dB) 			-			-4.79			-			-4.78			-			-5.00			-			-7.50


			(19b) Required SNR for the data channel (dB) 			2.00			-			1.50			-			1.50			-			1.20			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-94.97			-			-94.96			-			-108.40			-			-110.90


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-88.85			-			-89.35			-			-99.45			-			-99.75			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			164.09			-			164.08			-			153.45			-			155.95


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			157.96			-			158.46			-			144.50			-			144.80			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			8.00			8.00			8.00			8.00			8.00			8.00			8.00			8.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			10.01			-			9.66			-			10.01			-			9.66


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			6.24			-			5.92			-			6.24			-			5.92			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			9.00			9.00			11.96			11.96			9.00			9.00			11.96			11.96


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			144.08			-			141.46			-			131.44			-			131.33


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			141.72			-			139.58			-			126.26			-			123.92			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			5193.67			-			4442.81			-			2445.12			-			2429.14


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			4514.09			-			3973.54			-			1796.13			-			1562.31			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			84742061.05			-			62010473.95			-			18782397.13			-			18537726.17


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			64016251.29			-			49602691.11			-			10135004.12			-			7668054.51			-








Rural-eMBB (700MHz, LTE FDD)


			Item			DL												UL


						LTE PDSCH
 (NLOS)			LTE PDCCH (NLOS)			LTE PDSCH
 (NLOS O-to-I)			LTE PDCCH  (NLOS O-to-I)			LTE PUSCH
 (NLOS)			LTE PUCCH
(NLOS)			LTE PUSCH
 (NLOS O-to-I)			LTE PUCCH
 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			35.00			35.00			35.00			35.00			35.00			35.00			35.00			35.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95.00%			-			95.00%			-			95.00%			-			95.00%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90.00%			-			90.00%			-			90.00%			-			90.00%			-


			Transmission bit rate for control channel (bit/s)			-			43000.00			-			43000.00			-			2000.00			-			2000.00


			Transmission bit rate for data channel (bit/s)			5983200.00			-			5983200.00			-			561600.00			-			561600.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			1.00%			-			1.00%			-			1.00%			-			1.00%


			Target packet error rate for the required SNR in item (19b) for data channel			10.00%			-			10.00%			-			10.00%			-			10.00%			-


			Spectral efficiency(2) (bit/s/Hz)			0.66			-			0.66			-			0.78			-			0.78			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			120.00			120.00			3.00			3.00			120.00			120.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			64.00			64.00			64.00			64.00			1.00			1.00			1.00			1.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			1.00			1.00			1.00			1.00


			(2) Maximal transmit power per antenna (dBm)			28.00			28.00			28.00			28.00			23.00			23.00			23.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			46.06			46.06			46.06			46.06			23.00			23.00			23.00			23.00


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			15.05			13.80			15.05			13.80			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			1.00			1.00			1.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			66.11			64.86			66.11			64.86			22.00			22.00			22.00			22.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			66.11			64.86			66.11			64.86			22.00			22.00			22.00			22.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			2.00			2.00			2.00			2.00			64.00			64.00			64.00			64.00


			(10bis) Number of receive antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			0.00			0.00			0.00			0.00			15.05			15.05			15.05			15.05


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			1.00			1.00			1.00			1.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.30			-			-169.30			-			-161.70			-			-161.70


			(15b) Receiver interference density for data channel (dBm/Hz) 			-169.30			-			-169.30			-			-165.70			-			-165.70			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-164.99			-			-160.96			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.99			-			-164.99			-			-164.03			-			-164.03			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			9000000.00			-			9000000.00			-			180000.00			-			180000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			9000000.00			-			9000000.00			-			720000.00			-			720000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-95.45			-			-95.45			-			-108.41			-			-108.41


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-95.45			-			-95.45			-			-105.46			-			-105.46			-


			(19a) Required SNR for the control channel (dB) 			-			-5.00			-			-5.30			-			-6.20			-			-6.30


			(19b) Required SNR for the data channel (dB) 			3.20			-			3.20			-			4.40			-			4.10			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-98.45			-			-98.75			-			-112.61			-			-112.71


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-90.75			-			-90.75			-			-99.56			-			-99.86			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			163.31			-			163.61			-			157.66			-			157.76


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			156.86			-			156.86			-			144.61			-			144.91			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			8.00			8.00			8.00			8.00			8.00			8.00			8.00			8.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			10.01			-			9.66			-			10.01			-			9.66


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			6.24			-			5.92			-			6.24			-			5.92			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			9.00			9.00			11.96			11.96			9.00			9.00			11.96			11.96


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			143.30			-			140.99			-			135.65			-			133.14


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			140.62			-			137.98			-			126.37			-			124.03			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			4958.74			-			4320.95			-			3142.54			-			2705.90


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			4226.70			-			3611.33			-			1807.97			-			1572.62			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			77249079.65			-			58655350.80			-			31025067.74			-			23002409.08


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			56124595.07			-			40971689.72			-			10269138.57			-			7769539.45			-








UMa_URLLC (NR 700MHz)


						NLOS									NLOS O-to-I


			Item			UL			DL			DL			UL			UL			DL			DL			UL


						NR PUSCH (NLOS)			NR PDCCH (NLOS)			NR PDSCH (NLOS)			NR PUCCH (NLOS)			NR PUSCH (NLOS O-to-I)			NR PDCCH (NLOS O-to-I)			NR PDSCH (NLOS O-to-I)			NR PUCCH (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			95.00%			-			95.00%			-			95.00%			-			95.00%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			90.00%			-			90.00%			-			90.00%			-			90.00%			-


			Transmission bit rate for control channel (bit/s)			-						-						-						-


			Transmission bit rate for data channel (bit/s)			256000.00			-			256000.00			-			256000.00			-			256000.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			0.001%			-			0.001%			-			0.001%			-			0.001%


			Target packet error rate for the required SNR in item (19b) for data channel			0.001%			-			0.001%			-			0.001%			-			0.001%			-


			Spectral efficiency(2) (bit/s/Hz)			0.044			-			0.014			-			0.044			-			0.014			-


			Pathloss model(3) (select from LoS or NLoS)			NLOS			NLOS			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			30.00			30.00			30.00			30.00			3.00			3.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0)			1.00			64.00			64.00			1.00			1.00			64.00			64.00			1.00


			(1bis) Number of transmit antenna ports			1.00			2.00			2.00			1.00			1.00			2.00			2.00			1.00


			(2) Maximal transmit power per antenna (dBm)			23.00			28.00			28.00			23.00			23.00			28.00			28.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0)			23.00			46.06			46.06			23.00			23.00			46.06			46.06			23.00


			(4) Transmitter antenna gain (dBi)			0.00			8.00			8.00			0.00			0.00			8.00			8.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			0.00			15.05			15.05			0.00			0.00			15.05			15.05			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			1.00			3.00			3.00			1.00			1.00			3.00			3.00			1.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			22.00			66.11			66.11			22.00			22.00			66.11			66.11			22.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			22.00			66.11			66.11			22.00			22.00			66.11			66.11			22.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			64.00			2.00			2.00			64.00			64.00			2.00			2.00			64.00


			(10bis) Number of  receive antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(11) Receiver antenna gain (dBi)			8.00			0.00			0.00			8.00			8.00			0.00			0.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			15.05			0.00			0.00			15.05			15.05			0.00			0.00			15.05


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			3.00			1.00			1.00			3.00			3.00			1.00			1.00			3.00


			(13) Receiver noise figure (dB)			5.00			7.00			7.00			5.00			5.00			7.00			7.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-169.30			-			-161.70			-			-169.30			-			-161.70


			(15b) Receiver interference density for data channel (dBm/Hz) 			-165.70			-			-169.30			-			-165.70			-			-169.30			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-164.99			-			-160.96			-			-164.99			-			-160.96


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-164.03			-			-164.99			-			-164.03			-			-164.99			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			18360000.00			-			360000.00			-			18360000.00			-			360000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			5760000.00			-			18360000.00			-			5760000.00			-			18360000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-92.35			-			-105.40			-			-92.35			-			-105.40


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-96.43			-			-92.35			-			-96.43			-			-92.35			-


			(19a) Required SNR for the control channel (dB) 			-			-2.87			-			4.20			-			-3.00			-			4.20


			(19b) Required SNR for the data channel (dB) 			-2.20			-			-4.00			-			-1.30			-			-3.90			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.50			-			0.50			-			0.50			-			0.50			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-93.22			-			-99.20			-			-93.35			-			-99.20


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-97.13			-			-94.85			-			-96.23			-			-94.75			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			159.33			-			144.25			-			159.46			-			144.25


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			142.18			-			160.96			-			141.28			-			160.86			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			6.00			6.00			6.00			6.00			6.00			6.00			6.00			6.00


			Penetration Loss std deviation (dB)(ii)


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			8.12			-			8.12			-			7.59			-			7.59


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			4.89			-			4.89			-			4.50			-			4.50			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			9.00			9.00			9.00			9.00			14.46			14.46			14.46			14.46


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			141.21			-			124.13			-			136.41			-			119.20


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			125.29			-			146.07			-			119.32			-			140.90			-


			Range/coverage efficiency calculation


			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			2216.11			-			809.91			-			1670.27			-			605.76


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			867.39			-			2950.75			-			610.20			-			2176.01			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			15428866.74			-			2060722.47			-			8764440.84			-			1152810.06


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			2363613.85			-			27353566.83			-			1169766.88			-			14875505.32			-








UMA-mMTC(NB-IoT)


			Item												DL																		UL


						NPDSCH
(LOS)			NPDCCH (LOS)			NPDSCH (NLOS)			NPDCCH (NLOS)			NPDSCH (NLOS O-to-I)			NPDCCH (NLOS O-to-I)			NPUSCH format 1 (LOS)			PUSCH format2  (LOS)			NPUSCH format 1 (NLOS)			PUSCH format2  (NLOS)			NPUSCH format 1 (NLOS O-to-I)			PUSCH format2 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-


			Transmission bit rate for control channel (bit/s)			-			89.00			-			44.00			-			44.00						15.00						15.00						15.00


			Transmission bit rate for data channel (bit/s)			360.00			-			180.00			-			180.00			-			180.00			-			180.00			-			180.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			0.01			-			0.01			-			0.01			-			0.01			-			0.01			-			0.01


			Target packet error rate for the required SNR in item (19b) for data channel			10.00%			-			10.00%			-			10.00%			-			10.00%			-			10.00%			-			10.00%			-


			Spectral efficiency(2) (bit/s/Hz)			0.20%			-			0.10%			-			0.10%			-			1.20%			-			1.20%			-			1.20%			-


			Pathloss model(3) (select from LoS or NLoS)			LOS			LOS			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			LOS			LOS			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0) NOTE1			16.00			16.00			16.00			16.00			16.00			16.00			1.00			1.00			1.00			1.00			1.00			1.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			23.00			23.00			23.00			23.00			23.00			23.00


			(2) Maximal transmit power per antenna (dBm)			23.00			23.00			23.00			23.00			23.00			23.00			23.00			23.00			23.00			23.00			23.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0) NOTE2			35.04			35.04			35.04			35.04			35.04			35.04			23.00			23.00			23.00			23.00			23.00			23.00


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			9.03			9.03			9.03			9.03			9.03			9.03			0.00			0.00			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			3.00			3.00			0.00			0.00			0.00			0.00			0.00			0.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			49.07			49.07			49.07			49.07			49.07			49.07			23.00			23.00			23.00			23.00			23.00			23.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			49.07			49.07			49.07			49.07			49.07			49.07			23.00			23.00			23.00			23.00			23.00			23.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			1.00			1.00			1.00			1.00			1.00			1.00			32.00			32.00			32.00			32.00			32.00			32.00


			(10bis) Number of receive antenna ports			1.00			1.00			1.00			1.00			1.00			1.00			4.00			4.00			4.00			4.00			4.00			4.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			0.00			0.00			0.00			0.00			0.00			0.00			9.03			9.03			9.03			9.03			9.03			9.03


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			0.00			0.00			0.00			0.00			0.00			0.00			3.00			3.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00


			(15b) Receiver interference density for data channel (dBm/Hz) 			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-166.59			-			-166.59			-			-166.59			-			-168.36			-			-168.36			-			-168.36


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-166.59			-			-166.59			-			-166.59			-			-168.36			-			-168.36			-			-168.36			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			180000.00			-			180000.00			-			180000.00			-			15000.00			-			15000.00			-			15000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			180000.00			-			180000.00			-			180000.00			-			15000.00			-			15000.00			-			15000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-114.03			-			-114.03			-			-114.03			-			-126.60			-			-126.60			-			-126.60


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-114.03			-			-114.03			-			-114.03			-			-126.60			-			-126.60			-			-126.60			-


			(19a) Required SNR for the control channel (dB) 			-			-17.20			-			-16.70			-			-16.70			-			-17.90			-			-16.00			-			-16.00


			(19b) Required SNR for the data channel (dB) 			-16.90			-			-17.70			-			-17.70			-			-17.60			-			-16.60			-			-16.60			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-129.23			-			-128.73			-			-128.73			-			-142.50			-			-140.60			-			-140.60


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-128.93			-			-129.73			-			-129.73			-			-142.20			-			-141.20			-			-141.20			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			178.31			-			177.81			-			177.81			-			182.53			-			180.63			-			180.63


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			178.01			-			178.81			-			178.81			-			182.23			-			181.23			-			181.23			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			4.00			4.00			6.00			6.00			6.00			6.00			4.00			4.00			6.00			6.00			6.00			6.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			6.24			-			10.26			-			16.18			-			6.30			-			10.26			-			16.18


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			6.24			-			10.26			-			16.18			-			6.30			-			10.26			-			16.18			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			0.00			0.00			0.00			0.00			22.01			22.01			0.00			0.00			0.00			0.00			22.01			22.01


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			-			172.07			-			167.55			-			139.62			-			173.23			-			167.37			-			139.44


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			171.77			-			168.55			-			140.62			-			172.93			-			167.97			-			140.04			-


			Range/coverage efficiency calculation





			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			40313.00			-			10453.70			-			2016.84			-			43110.76			-			10346.86			-			1996.22


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			39622.80			-			11088.04			-			2139.23			-			42372.65			-			10719.13			-			2068.05			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			5105522628.62			-			343313046.31			-			12778840.12			-			5838767488.89			-			336331402.44			-			12518934.55


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			4932194564.18			-			386241791.40			-			14376947.97			-			5640546405.96			-			360968078.73			-			13436083.79			-


			NOTE1: The term "antenna" is understood as antenna elements.


			NOTE2: In-band mode is assumed for NB-IoT, which results in 35dBm transmission power.











UMA-mMTC(eMTC)


			Item												DL																		UL


						NPDSCH
(LOS)			NPDCCH (LOS)			NPDSCH (NLOS)			NPDCCH (NLOS)			NPDSCH (NLOS O-to-I)			NPDCCH (NLOS O-to-I)			NPUSCH format 1 (LOS)			PUSCH format2  (LOS)			NPUSCH format 1 (NLOS)			PUSCH format2  (NLOS)			NPUSCH format 1 (NLOS O-to-I)			PUSCH format2 (NLOS O-to-I)


			System configuration


			Carrier frequency (GHz)			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70			0.70


			BS antenna heights (m)			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00			25.00


			UT antenna heights (m)			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50			1.50


			Cell area reliability(1) for control channel  (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%


			Cell area reliability(1) for data channel (%) (Please specify how it is calculated.) (See 3GPP note at bottom of the table (i) )			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-			99.00%			-


			Transmission bit rate for control channel (bit/s)			-			70.00			-			70.00			-			70.00						62.00						15.00						15.00


			Transmission bit rate for data channel (bit/s)			183.00			-			183.00			-			183.00			-			457.00			-			320.00			-			320.00			-


			Target packet error rate for the required SNR in item (19a) for control channel			-			0.01			-			0.01			-			0.01			-			0.01			-			0.01			-			0.01


			Target packet error rate for the required SNR in item (19b) for data channel			10.00%			-			10.00%			-			10.00%			-			10.00%			-			10.00%			-			10.00%			-


			Spectral efficiency(2) (bit/s/Hz)			0.02%			-			0.02%			-			0.02%			-			0.25%			-			0.18%			-			0.18%			-


			Pathloss model(3) (select from LoS or NLoS)			LOS			LOS			NLOS			NLOS			NLOS O-to-I			NLOS O-to-I			LOS			LOS			LOS			LOS			NLOS O-to-I			NLOS O-to-I


			UE speed (km/h)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Feeder loss (dB)			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00			3.00


			Transmitter


			(1) Number of transmit antennas. (The number shall be within the indicated range in  § 8.4 of Report ITU-R M.2412-0) NOTE1			16.00			16.00			16.00			16.00			16.00			16.00			1.00			1.00			1.00			1.00			1.00			1.00


			(1bis) Number of transmit antenna ports			2.00			2.00			2.00			2.00			2.00			2.00			23.00			23.00			23.00			23.00			23.00			23.00


			(2) Maximal transmit power per antenna (dBm)			24.76			24.76			24.76			24.76			24.76			24.76			23.00			23.00			23.00			23.00			23.00			23.00


			(3) Total transmit power = function of (1) and (2) (dBm) (The value shall not exceed the indicated value in § 8.4 of Report ITU-R M.2412-0) NOTE2			36.80			36.80			36.80			36.80			36.80			36.80			23.00			23.00			23.00			23.00			23.00			23.00


			(4) Transmitter antenna gain (dBi)			8.00			8.00			8.00			8.00			8.00			8.00			0.00			0.00			0.00			0.00			0.00			0.00


			(5) Transmitter array gain (depends on transmitter array configurations and technologies such as adaptive beam forming, CDD (cyclic delay diversity), etc.) (dB)			9.03			9.03			9.03			9.03			9.03			9.03			0.00			0.00			0.00			0.00			0.00			0.00


			(6) Control channel power boosting gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(7) Data channel power loss due to pilot/control boosting (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(8) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for downlink)			3.00			3.00			3.00			3.00			3.00			3.00			0.00			0.00			0.00			0.00			0.00			0.00


			(9a) Control channel EIRP = (3) + (4) + (5) + (6) – (8) dBm			50.83			50.83			50.83			50.83			50.83			50.83			23.00			23.00			23.00			23.00			23.00			23.00


			(9b) Data channel EIRP = (3) + (4) + (5) – (7) – (8)  dBm			50.83			50.83			50.83			50.83			50.83			50.83			23.00			23.00			23.00			23.00			23.00			23.00


			Receiver


			(10) Number of receive antennas (The number shall be within the indicated range in § 8.4 of Report ITU-R M.2412-0)			1.00			1.00			1.00			1.00			1.00			1.00			32.00			32.00			32.00			32.00			32.00			32.00


			(10bis) Number of receive antenna ports			1.00			1.00			1.00			1.00			1.00			1.00			4.00			4.00			4.00			4.00			4.00			4.00


			(11) Receiver antenna gain (dBi)			0.00			0.00			0.00			0.00			0.00			0.00			8.00			8.00			8.00			8.00			8.00			8.00


			(11bis) Receiver array gain (depends on receive array configurations and technologies such as adaptive beam forming, etc.) (dB)			0.00			0.00			0.00			0.00			0.00			0.00			9.03			9.03			9.03			9.03			9.03			9.03


			(12) Cable, connector, combiner, body losses, etc. (enumerate sources) (dB) (feeder loss must be included for and only for uplink)			0.00			0.00			0.00			0.00			0.00			0.00			3.00			3.00			3.00			3.00			3.00			3.00


			(13) Receiver noise figure (dB)			7.00			7.00			7.00			7.00			7.00			7.00			5.00			5.00			5.00			5.00			5.00			5.00


			(14) Thermal noise density (dBm/Hz)			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00			-174.00


			(15a) Receiver interference density for control channel (dBm/Hz) (See 3GPP note at bottom of the table (i) )			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00


			(15b) Receiver interference density for data channel (dBm/Hz) 			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-			-177.00			-


			(16a) Total noise plus interference density for control channel        = 10 log (10^(((13) + (14))/10) + 10^((15a)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-			-166.59			-			-166.59			-			-166.59			-			-168.36			-			-168.36			-			-168.36


			(16b) Total noise plus interference density for data channel        = 10 log (10^(((13) + (14))/10) + 10^((15b)/10))  dBm/Hz  (See 3GPP note at bottom of the table (i) )			-166.59			-			-166.59			-			-166.59			-			-168.36			-			-168.36			-			-168.36			-


			(17a) Occupied channel bandwidth for control channel (for meeting the requirements of the traffic type) (Hz)			-			1080000.00			-			1080000.00			-			1080000.00			-			180000.00			-			180000.00			-			180000.00


			(17b) Occupied channel bandwidth for data channel (for meeting the requirements of the traffic type) (Hz)			1080000.00			-			1080000.00			-			1080000.00			-			180000.00			-			180000.00			-			180000.00			-


			(18a) Effective noise power for control channel = (16a) + 10 log((17a)) dBm			-			-106.25			-			-106.25			-			-106.25			-			-115.81			-			-115.81			-			-115.81


			(18b) Effective noise power for data channel = (16b) + 10 log((17b)) dBm			-106.25			-			-106.25			-			-106.25			-			-115.81			-			-115.81			-			-115.81			-


			(19a) Required SNR for the control channel (dB) 			-			-21.00			-			-20.80			-			-20.80			-			-25.60			-			-26.00			-			-26.00


			(19b) Required SNR for the data channel (dB) 			-24.10			-			-21.90			-			-21.90			-			-24.60			-			-24.60			-			-24.60			-


			(20) Receiver implementation margin (dB)			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00			2.00


			(21a) H-ARQ gain for control channel (dB)			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00


			(21b) H-ARQ gain for data channel (dB)			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-			0.00			-


			(22a) Receiver sensitivity for control channel         = (18a) + (19a) + (20) – (21a)  dBm			-			-125.25			-			-125.05			-			-125.05			-			-139.41			-			-139.81			-			-139.81


			(22b) Receiver sensitivity for data channel          = (18b) + (19b) + (20) – (21b)  dBm			-128.35			-			-126.15			-			-126.15			-			-138.41			-			-138.41			-			-138.41			-


			(23a) Hardware link budget for control channel          = (9a) + (11) + (11bis) − (22a)   dB			-			176.08			-			175.88			-			175.88			-			179.44			-			179.84			-			179.84


			(23b) Hardware link budget for data channel           = (9b) + (11) + (11bis) − (22b)  dB			179.18			-			176.98			-			176.98			-			178.44			-			178.44			-			178.44			-


			Calculation of available pathloss


			(24) Lognormal shadow fading std deviation (dB)			4.00			4.00			6.00			6.00			6.00			6.00			4.00			4.00			6.00			6.00			6.00			6.00


			(25a) Shadow fading margin for control channel (function of the cell area reliability and (24)) (dB)			-			6.24			-			10.26			-			16.18			-			6.24			-			10.26			-			16.18


			(25b) Shadow fading margin for data channel (function of the cell area reliability and (24)) (dB) 			6.24			-			10.26			-			16.18			-			6.24			-			10.26			-			16.18			-


			(26) BS selection/macro-diversity gain (dB)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(27) Penetration margin (dB)			0.00			0.00			0.00			0.00			22.01			22.01			0.00			0.00			0.00			0.00			22.01			22.01


			(28) Other gains (dB) (if any please specify)			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00			0.00


			(29a) Available path loss for control channel          = (23a) – (25a) + (26) – (27) + (28) – (12)   dB			s			169.84			-			165.62			-			137.69			-			170.20			-			166.58			-			138.65


			(29b) Available path loss for data channel           = (23b) – (25b) + (26) – (27) + (28) – (12)   dB			172.94			-			166.72			-			138.79			-			169.20			-			165.18			-			137.25			-


			Range/coverage efficiency calculation





			(30a) Maximum range for control channel (based on (29a) and according to the system configuration section of the link budget) (m)			-			35473.77			-			9334.89			-			1800.95			-			36206.81			-			9875.31			-			1905.23


			(30b) Maximum range for data channel (based on (29b) and according to the system configuration section of the link budget) (m)			42404.05			-			9959.84			-			1921.54			-			34181.44			-			9093.53			-			1754.38			-


			(31a) Coverage Area for control channel = (π (30a)2) (m2/site)			-			3953343372.86			-			273759016.05			-			10189553.10			-			4118418766.73			-			306373484.47			-			11403691.51


			(31b) Coverage Area for data channel = (π (30b)2) (m2/site)			5648909205.51			-			311640827.07			-			11599778.81			-			s			-			259785279.83			-			9669353.00			-


			NOTE1: The term "antenna" is understood as antenna elements.


			NOTE2: In-band mode is assumed for NB-IoT, which results in 35dBm transmission power.














